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DMG10600T070_ASWTC

FE R R

o ET T5L2 %), 1T DGUS Il R4, TIe&i=&.

e 7.0, 1024*600 Z3#%, 16.7M &, IPS WM ERR.
o HAMBS.

o WA, WUVEIP, WIERiTE.

Features:

® Based on T5L2, running DGUS Il system, industrial grade.

® 7.0-inch, 1024*600 pixels resolution, 16.7M Colors, IPS-TFT-LCD.
® Capacitive touch screen.

® With shell, Anti-UV, with conformal coating.
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1. 44 %10 Hardware and interface
1.1 7844¥2 0 & Hardware interface

0

Hardware interface

i#SCRHY DWIN Technology %20 www.dwin.com.cn
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1.2 1844 K8 0% 85 Hardware and interface description

s ey Bi B
No. Name Description
WCHEAR, 2019 FFE7 BRINEEAR, BORACHEAE G 224 DIFEAL,
PrHHLaeJJaE, X PCB it Eigfaiid EMC/EMI M.
1 T5L2 & F DWIN independently developed, mass production in 2019; patented
T5L2 ASIC encryption technology ensures code and data security; low power
consumption, strong anti-interference capability, easily passes EMC/EMI
tests with dual-sided PCB design.
Tt AT i@, 8Pin_3.81mm J& 1l 4Pin_3.81mm J ¥,
5 i Pak:3u| R EGRE (JURED . 12KBytels.
User interface 8Pin_3.81mm socket and 4Pin_3.81mm socket for power supply.and serial
communication. Download rate(typical value): 12KByte/s.
32MBytes (2 i 16MBytes NOR Flash), #J Fl FAZEBU L WH . & R
3 Flash J UL, #5 k%>100,000 X
32MBytes (2*16MBytes NOR Flash), can be used to-store user Ul files such
as fonts, images, music, etc., with erase/write cycles >100,000 times.
A 24N ehn, XY NOR Flash, NAND Flash.
NOR Flash #: K] ¥ J& % 64Mbytes.
NOR Flash 5 NAND Flash 4 % & KW § J& 2| 48Mbytes (1 M4 &A1)
¥ J& Flash /54% | +512Mbytes.
4 Expand Flash Two expansion slots are available; supporting expansion of NOR Flash and
pads NAND Flash.
The maximum expansion. for NOR Flash is up to 64Mbytes.
When combining NOR-Flash and NAND Flash, the maximum expansion is
up to 48Mbytes (using one expansion slots) + 512Mbytes.
5 Y as WA A % 2W,
Speaker Onboard speaker. Power: 2W.
5 RTC AfpHib i, K5 +20ppm @25C.
Button cell for power supply. Accuracy: +20ppm @25°C.
SCREFTA SCAE P UL SO CFG A FCE SO RENAZ AR N, BE
FER FRGHE R, FEEER  4Mb/s. N3 CIER, SD + 7% 0k A FAT32
SD 41 1, HEREHOR/N A 4096.
7 SD interface Supports downloading of all files (user Ul files, CFG files, underlying kernel
firmware), displays download statistics on the screen, download rate: 4
Mb/s. When downloading files, the SD card needs to be formatted in FAT32
format, with a recommended allocation unit size of 4096.
SR i%ﬁiﬁ WI-I;I e, USB T%ﬁﬁ%o .
3 Reserved module WI-FI i35 WI-FI-10; USB £l Ad5: HDL702. HDL703.
interface Supports soldering of WI-FI module and USB download module.
WI-FI module model: WI-FI-10; USB module models: HDL702, HDL703.
9 PGTO05 £ T E#best DGUS JKEFET -
PGTO05 interface | Used for reprogramming the underlying DGUS firmware.
i#SCRHY DWIN Technology %3 www.dwin.com.cn
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2. M SH Specification parameters

2.1 E/x2% Display parameters

BoRFFRE IPS T.& TFT &Rt
LCD Type IPS process TFT display screen.
s P TE (HLU{E /& 85°/85°/85°/85°), XTLLE . R ILJR T .

L. Wide viewing angle (typical values are 85°/85°/85°/85°), high contrast, and good
Viewing Angle )

color reproduction.
IR 1024x600 (3ZHF 0°/90°/180°/270° &/~ 5
Resolution 1024x600 pixels (support 0°/90°/180°/270°)
B 16.7M f. (24 17 8R8G8B)
Color 16.7M color (24-bit BR8G8B)
AA X
Active Area (AA.) 154.20mm (W) X 85.88mm (H)
VA X
View Area (V.A.) 155.00mm (W) X87.50mm (H)
&0 RGB
Interface
H%ﬁﬁ LED
Backlight Mode
S e e 0 e N . |
ST e >30000h(U\E—x‘ﬁ? xl%(%]:ﬁz’ EE{)E‘Z:EEH‘IETJ Tlme of thelbrlghtne.ss decaying to
Life 50% on the condition of continuous working with the maximum brightness)
H?\lﬁ%ﬁ 250nit
Brightness
S—— 100 ?)&%fﬁlﬂ% (%%Eiﬁ%i%%%%ﬁﬁ 1%~30% 0}, FIREHILASRILS, A
Brightness TG IR dAE IS R D
Control 0~100 grade (When' the brightness is adjusted to 1%~30% of the maximum
brightness, flickering may occur and is not recommended to use in this range)
Ve AR [ g 2R ] RE S B R, AT DA 3D A B DI AH5E OR O
Note: You can use dynamic, screen saver wallpapers to avoid afterimages caused by fixed page
display for a long time.
2.2 i S¥ Touch parameters

CEvES rh 2 AR T
Type Capacitive touch panel.
fl R 251 G+G 4y, RIZ NI, BIE=6H.
Structure G+G structure with tempered glass surface and hardness = 6H.
ﬁ;%$ . >85%
Light Transmittance

i#SCRHY DWIN Technology %4 0 www.dwin.com.cn
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2.3 2 3% Serial interface parameters
UART2: RS232

O UART4: RS485 (OS It & J5 74 RE1# ] Only available after OS configuration)
Mode UART5: RS232 (OS fic & J5 4 fEf# H Only available after OS configuration)
CAN*1
MR 461+ Test Condition | f&/ME Min | #AE Typ | HOK{E Max | H#47 Unit
H [ 57 Output 1 - -5.0 -3.0 \Y
Voltage Level Output 0 3.0 5.0 - Vv
(RXD, TXD) Input 1 -15.0 5.0 ; v
Input 0 - 5.0 15.0 \
B O R 3150~3225600bps, H7{E: 115200bps.
Baud Rate 3150~3225600bps, typical value of 115200bps.
MAA 214+ Test Condition | fix/IME Min | $7UE Typ | S KE Max | A7 Unit
H [ 57 Output 1 2.5 3.0 - \Y
Voltage Level Output 0 - -5:0 2.5 \Y;
(V_AB) Input 1 0 25 - \%
Input 0 - -2.5 -0.2 \
B O R 3150~921600bps, H7{f: 115200bps.
Baud Rate 3150~921600bps, typical value.of 115200bps.
WoEH R UART2: N81

UART4: N81/E81/081/N82 PUFH#ixin] ik (OS L&) 4 modes (OS configuration)
UART5: N81/E81/081/N82 PUF#xin] it (OS FLE ) 4 modes (OS configuration)
BOHL 8Pin_3.81mm. K% T; 4Pin_3.81mm KA (CAN*1)

Interface table 8Pin_3.81mm Socket; 4Pin_3.81mm Socket (CAN*1)

Data Format

i#SCRHY DWIN Technology %5 www.dwin.com.cn
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2.4 S Electrical specifications

BE T <5W
Rated Power
TrEE 7~36V, HAYME 12V,
Operating Voltage 7~36V, typical value of 12V.

320mA VCC=12V, MR K.
TAEHR VCC=12V, max backlight.
Operating Current 150mA VCC=12V, HHXKH.

VCC=12V, backlight off.

HEE T/EEIE: 12V 1A HERBEHETE.
Recommended power supply: 12V 1A DC.

2.5 T/E¥/ 3% Operating environment

Protective Level

Iﬂ;ﬁ’g -20°C~70°C (12V @ 60% RH)
Operating Temperature

FAAEIR 30°C~80°C

Storage Temperature

TAEREE 10%~90%RH, A (E 60%RH.
Operating Humidity 10%~90%RH, typical value of 60% RH.
=BETE A

Conformal coating Yes

ik 54 f

Anti-UVvV Yes

DiETak: 31 IP65 CIEff)

IP65 (Front)

WA, pwin Technology

www.dwin.com.cn
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3. WHEMANIR Reliability test
3.1 B HBHENR Electrostatic discharge test

MR IR E : 25°C, MHAMRIREE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

BRI B s B AR D & T A C A B (K3 2 15em) SRR BE BE 2EAT BRAlUBCR AN S R
BRI, LI PR SRR A TOENL. BEE. AbE. BB, ERSREINR. MEREAFAHYE GB/T 17626.2 B 2
KUl E.

Test process: Place the product on the testing fixture of the test bench (fixture height approximately 15cm),
and conduct contact discharge and air discharge tests on the smart screen, during the experimental process, it
was observed whether the screen is dead, black, white, splash, or reboot. According to the experiment results,

the performance is in line with the criteria GB/T 17626.2 B level and above.

M Test standard : CJEN 61000-4-2:2009 CNEC 61000-4-2:2008 [GB/T 17626.2-2018
COther:

Table 1: Electrostatic Discharge Immunity (Air Discharge)

Test Levels

Test Points Locations
-2kV +2kV -4k +4kV -BkV +8kV -15kV +15kV

B_% a1 4

Table 2: Electrostatic Discharge Immunity (Direct Contact)

_ _ Test Levels
Test Points Locations
-2kW +2kV -AkV +4kv Bkv +ek\ kv 18kY
N N N \ N \ N ™ ~

H AL DWIN Technology H 70 www.dwin.com.cn
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3.2 P BRAS ik bR EFT WA EFT test

M ELREE: 25°C, MM R : 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

IR K= P E TG, I e A A OO & ki e Ja B FREON R R BR AT A vl s SRS R WL ¢
Bt BB EE . RE B, MBiREEIR, YRS GB/T 17626.4 B 41 L .

Test process: the product was placed on the test bench to perform contact and the smart screen is energized
by the power supply coupled with a EFT generator. During the experimental process, it was observed whether
abnormal reset, display or touch phenomena occurs. According to the experiment results, the performance is in

line with the criteria GB/T 17626.2 B level and above.

M Test standard : CJEN 61000-4-4:2012 VIIEC 61000-4-4:2012  [JGB/T 17626.4-2018

Clother:
i I | - Test Levels(kV) - ]
est Poin  — e — :
B 05 +0.5 | 1.0 +1.0 2.0 ‘ +2.0 4.0 +4.0
- I 25 2 |
L =l | 2
DLV Eath | / AR / r T
Power ports L+N I I | ,u'a .2‘ |
L+Earth | / / / ! - | / ]
M + Earth J'r_ J" / _ / / | / ! /
LiN+Earth |/ RN d | 0 / /|
| Signal ports _ [ | i | r I & | # | B

i#SCRHY DWIN Technology %8 i www.dwin.com.cn



VDU AINE %55 WRSEr s Bk s

Professional, Creditable, Successful

3.3 EHTIMIA RE test

Wk H WRARHE g2
Test Item Test Standard Result
w3 EH TAE
Class B )
RE Normal operation
HORIZONTAL
acLa\.riJ {dBuVim) Date: 2023-12-07
70
60
50 CISPR CLASS-B
.'5'5:.
40 2 4
1 3
30 ' u‘d
m ﬂL“
1OWW
30 50 100 200 500 1000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
154. 821 49, 10 13. 45 2. 39 32, 50 32.4 40. 00 =7.56 Peak
258.326 53.92 11.88 3.17 32.44 36.53 47.00 -10.47 Peak
361.714 47.83 14.60 3.68 2,59 33.57 47.00 -13.43 Peak
672.845 42,80 20.47 5.17 32.41 36.03 47.00 -10.97 Peak
878.322 43.51 22.67 6.1 32.78 39.3> 47.00 —7.45 Peak
VERTICAL
w'—"“' (dBuVim) Date: 2023-12-07
70
CISPR CLASS-B
4 5
2 3
hi
10
30 50 100 200 500 1000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit RHRemark
MHz dBuV dB/m dB dB  dBuV/m dBuV/m dB
51, 481 46, 43 13.7 1. 32 32. 40 29.11 40, 00 =10. 89 Peak
154.821 49.75 13.45 2.39 32.50 33.09 40.00 —6.91 Peak
361.714 46.38 14.65  3.63 2.99 32.12 47.00 -14.B8 Peak
568.613 44.56 18.97 4.88 32,57 35.84 47.00 -11.16 Peak
774.158 41.26 22.19 5. 66 2.60 36.51 47.00 -10.49 Peak

DMG10600T070_ASWTC_ %4 F it
Product Specification

i#SCRHY DWIN Technology %9 W www.dwin.com.cn



DWV Bk E IR WSETE . B R AR DMG10600T070_ASWTC_#riF i

@ Professional, Creditable, Successful Product Specification

3.4 LS EMPILENWIA CS test

W Test standard : [JEN 61000-4-6:2014  IIEC 61000-4-6:2013 CIGB/T 17626.6-2017
CIOther:

B Modulation: FlAmplitude 80%,1kHz sine wave CAmplitude 80%,2Hz sine wave ClOther:
WDOwell time: F1s [J3s Clother:

B Frequency Step Size : 11 % of preceding frequency value  [Cother:
Coupling Line Frequency Range -_in!tage Level(e.m.f} Result
(MHz) (V}

AIY, off 3 [0 A

YEREARYE:
ALERIET . 207 oW K7 HE ) FRAE N P RE IR 5
B.ZhRE B E I e R BUFRAIR, (BAEIRIUF LR REEATIRER, AN 2R T3
C. D) RE sk REET I Y R B RAR, (EFRIRAIEE T WA REk R s

D. [R5 A WA BAR AR 30R , B 25 2R T Al A REVK B2 LD RE A 2k Bl M BB F# AR
Performance Criterion:

A. Normal performance within limits specified by the manufacturer, requestor or purchaser;

B. Temporary loss of function or degradation of performance which ceases after the disturbance ceases, and
from which the equipment under test recovers its'normal performance, without operator intervention;

C. Temporary loss of function or degradation of performance, the correction of which requires operator
intervention;

D. Loss of function or degradation of performance which is not recoverable, due to damage to hardware or
software, or loss of data.

i#SCRHY DWIN Technology %10 W www.dwin.com.cn
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4. AEEFYIE R~} Packaging & dimensions

f_: f:ff:ctor 210.0 (W) X 150.0(H) X 26.9(T)mm
fe%\%eight 550g
A 3E1r4E Packaging Standards
o | RS Dmensions | P | L aver | quanty
154 Carton1: | 220mm(L)x160mm(W)*x47mm (H) - - -
2 24 Carton2: | 250mm(L)*200mm(W)x80mm (H) 2 1 2
354 Carton3: | 320mm(L)x270mm(W)x80mm (H) - - -
4 5% Cartond: | 435mm(L)*x335mm(W)x290mm(H) - - -
524 Carton5: | 600mm(L)x430mm(W)x290mm(H) 1 30 30
SR DWIN Technology # 113 www.dwin.com.cn
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- e
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g ; i - A4 | 2 DWIN
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LI REE / Installation Schematic

FAKRKRES (AEAREET, SEARR): UTRSHFZE, Bk
BKe FPIMEFRERITERG ARG IIRIBAL, SRIBAKIERE
Waterproof rubber gasket (blue part in the schematic, actually in black):
located between screen and shell to prevent water ingress. Additional
glass glue is available for outdoor use to strengthen the waterproof
performance

—197.2 MAEREE<3.5mm

FALERMEFT.
ARE>21.0mm,

The opening requirements
are shown in the figure.
Depth >21.0mm

Device front housing
thickness <3.5mm

BREMY TR REFIN

= ERFFLAF

Install the screen from the
front into the housing ope-
nings.

MFHEET, Ri08
EHERFERET AT $+
e 90°
——
Loosen the screw
, the snap automa-
tically follows the
screw to rotate 90°

clockwise.
RIEFRTS
State before rotation @
4% 4 FUEFTRNAT
= REEENT

i

Lock the 4 screws
to fix the product
on the housing

TR ERES

State after rotation

=R =F

Clip the back cover of the
housing

LETER

Installation completed

BHMERE
The final effect

R DWIN Technology %13
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5. A T H Debugging tools
SECE A SR B B O P I SERR G . VRIS BT R IR A .
It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

please refer to customer service center.

SR

DVIN BE i NP
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DWIN Technology

SD001
SD card

WAKDBIEREL
HEHEDBOHE AN B i

Dual-male-DB9: Connect
to DBY interface and computer

|pBOEZO
DB9 interface

8 R IE BL 2%
Power Adapter

FefFEYS : HDL65011 (FREksk)
Accessory model: HDL65011
(The display wires needs to be changed)

www.dwin.com.cn
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6. T5L RFET4# M T5L series IC features
(1) RHMHE 2 BEARTER) 8051 #%, 1T (RI84 I md LIE, & £ 250MHz.
Mature and stable 8051 core which is the most widely used with the maximum operating frequency of
T5L is up to 250MHz, 1T(single instruction cycle)high speed operation.
(2) B CPU #% (GUI CPU) iz17 DGUS Il :4::
Separate GUI CPU Core running DGUS |l System:
® NEEHEA, 2.4GB/S .
High-speed display memory, 2.4GB/S bandwidth.
® 2D filiff ik, JPEG fift /& 4iid i =ik 200fps@1280*800, Ul Ak FH it
2D hardware acceleration, the decompression speed of JPEG is up to 200fps@1280*800 and the
Ul with animation and icons as its main feature is extremely cool and smooth.
® JPEG R4t et v Kb, KR4 Nk BAF 25 BIR A 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® SCRFRIHA R A MBS, REUEATLLRTAT, At 400HzZ filds 4T RUH .
Support CTP or RTP with adjustable sensitivity and maximum 400 Hz touch frequency.
® 1 i 15bit 32Ksps PWM 7 DS ik a# 7 o, LB fRrih o 5 15 6 47 il A BT
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and
achieve high signal-to-noise ratio and sound.quality restoration.
® 128Kbytes AR AFME &[], 17fif s IIF1 OS CPU s Hulitdls, S A LT 5.
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® UHF PCumHATTAM R, SCHF e GImfE Tt 4K .
Support DGUS development and simulation on PC. Support background remote upgrade.
(3) #Jl CPU # (OS.CPU) izfr M/ 8051 AU, MHIHE#HHI CPU:
Separate CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in
practical application:
® FR#E 8051 ZEFIE44E, 64Kbytes A2 (1], 32Kbytes /N RAM,
Standard 8051 architecture and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
® 64bit B iz H R L (MDU) , (4% 64bit MAC Hl 64bit ik,
64 bit integer mathematical operation unit (MDU), including 64 bit MAC and 64 bit divider.
® 28 110, 4% UARTs, 1% CAN I, % 8 % 12bit A/D, 2 B 16bit 73 #4241l i 1) PWM.,
28 10s, 4-channel UARTs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM
of adjustable resolution.
® SRR IAP fEL A HAT, Wi S HeE e IR
Support IAP on-line simulation and debugging with unlimited number of breakpoints.

o mLLiZid DGUS RGAEL T HAIT.

i#SCRHY DWIN Technology 15 0 www.dwin.com.cn
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Upgrade code online through DGUS system.
(4) 1Mbytes Jv 4 Flash, SCLFINESA, FHRACHD AL 2245, FE26 L FERI 0B .
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.

(5) -40°C~+85C TARIRSEVa R (v & -55°C~105°C TR LM 1C) .
Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from
-55°C to 1057C).

ORI K P ETF T5L B EHH-EHIE= .

DWIN encourages users to design your own customized product based on T5L.

i#SCRHY DWIN Technology %16 0 www.dwin.com.cn
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7. T8 Revision records

H 3 Revise iR mEN
R

FiA: Rev Date Content Editor

IR KA ,
00 2019-09-30 JRCE
First Edition P
S5 EE X .
01 - - ﬁ 53 3]
2019-12-5 Update PIN definition B

4
02 2021-11-05 TR . izt
Upgrade version
¥ FLASH K/ se¥lE & RTC K FE T A
03 2021-12-31 Update flash size, physical drawing and RTC accuracy #hiz £
description

NI 223 R = K _
04 2022-03-29 S SISTES
Add installation diagram AstE

COB AT, RTC H# gl H it _
05 2023-04-06 S SISTES
COB version changed, RTC was replaced with button cell st

) I AVADTE il y
06 2023-09-01 S SISTES
Add UV protection instructions AstE

EMC B A2,  EEAFIHARH SR AE
07 2023-12-14 EMC hardware upgrade, natural consumption of old inventory izt
boards

hE 1C N TPS04, FEfrsz S

08 2024-09-30 flit %Tﬁ%ﬁ E%ﬁ% A . His
Replace touch IC with TPS04 and update interface diagram

A8 AR SORS Bt S i i R TR A A AR R B (], BRAR T BE 22 0l S R BT (S U2, 1S S S FRA TR

Please contact us if you have any questions:about the use of this document or our products, or if you would like to
know the latest information about our products:

&k HL & Customer service Tel: 400 018 9008

% Jix QQ Customer service QQ: 400 018 9008

a el eGom: 31
HIRHEAE Customer service email: dwinhmi@dwin.com.cn

i I K 4 1 1% DWIN Developer Forum: http://inforum.dwin.com.cn:20080/forum.php
R — B DR SR SCHF, R SCRE R AT 130 ) !

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!

i#SCRHY DWIN Technology # 17 W www.dwin.com.cn
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HEFH

Important Disclaimer

SO BGEAT P fh B AR T G BT, AN 9 AT S 0 % 7

7 NLE AT R ORAE S it N DR P AR T A A bR S AR ZOR, BRREAR TR % e, R 2a i
B AT TR ALE o

Xt P A L il R R B SCP T BE SR AT JE A i SCARIBEN 534 R, X+ rrae e S E ok
Wtk HEaE . NSGUHE RN, THREFHE. 5%, Earleyr & s e S AL, %
JURE AT DA AR, I RO N (R TR A ORI i, Jeh SCAS R AR G 5T AE

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhering to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.
DWIN shall not bear any joint and several liability for any consequences that may arise from customers'

adoption of DWIN products. In particular, for risks that may lead to-significant property losses, environmental
hazards, personal injury, or even death, especially in high-risk application areas such as military applications,
flammable and explosive places, and life-saving medical equipment, customers should independently assess the
risks and take corresponding preventive and protective measures. DWIN shall not bear any relevant

responsibility.
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