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DMG12400C074_03WN

FE AR A
® ILT T5L2 ASIC, iZ4T DGUS Il ADIZHBRMBFE, BLRERER.
® 7.43~f, 1280*400 4HER, IPS BMEERE.

Features:

® Powered by T5L2 ASIC, running DGUS Il HMI platform, commercial-grade smart LCM.
® 7.4inch, 1280*400 resolution, IPS-TFT LCD.
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1. 544 %¥: 0 Hardware and interface
1.1 B4 0 & Hardware interface diagram

FLASH SDEEE
SD card slot
PGTO05# O
RPEO PGTO5 interface
User interface
ON=TTL T5LS A
OFF=RS232 T5L ASIC
RemFEO
LCM interface ¥ BFLASHIE &

Expand FLASH pads

Ees
Speaker

RTC

rE RO

Hardware interface diagram
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1.2 T K 0388 Hardware and interface description

FF5 BiH B BH
No. Item Description
WICHEWA, 2019 FE. ORI 8051 #4284, GUI AR FH 73 Hil 48
] T5L2 it — i 8051 #Z%HIE1T
T5L2 ASIC DWIN independently developed, mass production in 2019. Dual 8051 cores,
GUI and application run on separate 8051 cores.
5 M FF L AT CEH, 8Pin_2.0mm BT,
User interface 8Pin_2.0mm socket for power supply and serial communication.
16Mbytes NOR Flash, " H T FE. Bl BRFEHP WIS, #5
3 Flash X %>100,000 X,
16Mbytes NOR Flash, can be used to store user Ul files such as
fonts,images, music,etc., with erase/write cycles>100,000 times.
H 3INY AL, SFE NOR Flash. NAND Flash.
4 I Flash £t ﬂ%jzﬂi‘li@?ﬂ 64Mbytes (4*1*6Mbytes NOR Flash)zk 48Mbytes+512Mbytes
4 Expand Flash (3*16Mbytes NOR Flash+1*512Mbytes ' NAND Flash) .
pads Three expansion slots support NOR>or NAND Flash, up to 64Mbytes
(4*16Mbytes NOR Flash) or 48Mbytes+512Mbytes (3*16Mbytes NOR
Flash+1*512Mbytes NAND Flash).
5 Y d WA A, I 2W,
Speaker Onboard speaker. Power: 2W.
b A, RS (£20ppm @25°C . LS AT 4ERR 7 KIEH TAE. iR
F 7t 1t P S PR
6 RTC Super-capacitor powered, accuracy: +20ppm @25°C, maintains operation
for 7 days-after power-off. Reserved button cell power supply compatible
circuit:
. SD R pE -1 DGUS TR F# (Ul SCHE. CFG S0 WAZZE) , FEiE % 4Mb/s.
SD card slot For. DGUS project file downloads (Ul, CFG files, kernel, etc.), 4 Mb/s rate.
8 PGTO05 # T He% DGUS JRJZFEFF
PGTO5 interface - | For programming DGUS firmware.
R DWIN Technology 9030 www.dwin.com.cn
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2. MK SH Specification parameters

2.1 8;5:2% Display parameters

BoRRRA IPS TFT i ém bt
LCD Type IPS, TFT LCD.
W A TE (HLAUHE 2 85°/85°/85°/85°), XifLLE . BURIEJFLS .
. Wide viewing angle (85°/85°/85°/85° typical), high contrast, and good color
Viewing Angle ,
reproduction.
SRR 1280x400 (3Z#F 0°/90°/180°/270° W/ i)
Resolution 1280%400 (support 0°/90°/180°/270°)
AREARE S, 178.60mm (W)x55.80mm (H)
Active Area (AA)
ok . LED
Backlight
B >20000 /M
Backlight Service Life >20000 hours
5%}% 700nit
Brightness
100 Ze LT YT B R w2 1%~30%0, ATREHBLINERIL R, AN
SR WAE I8 L D
Brightness Control 100-level brightness adjustment (Flickering may occur at 1%-30% of max
brightness; not recommended for use in this range)
e I ] R [ E 1 T AT RE SRR IR, R B A B R AT AL .
Note: Use dynamic screen saver to prevent afterimages from prolonged fixed page display.
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2.2 & OZ¥ Serial interface parameters

B UART2: ON=TTL/CMOS; OFF=RS232
Mode UART4: ON=TTL/CMOS; OFF=RS232 (OS I & J5 74 f&f# H Only available after OS
configuration)
IR 4414 Test Condition B/ME Min A Typ | S KMl Max | 47 Unit
Output 1, lout =-4mA 4.78 5.0 - \%
H
FHRT Output 0, lout = 4mA - - 0.4 V
Voltage Level
Input 1 25 5.0 - \%
Input 0 - - 1.0 V
BB O R 3150~3225600bps, Hi7{E: 115200bps.
Baud Rate 3150~3225600bps, typical value of 115200bps.
Hmm UART2: N81
Data Format UART4: N81/E81/081/N82 JUFfi=(rT it (OSHLE ) 4 modes (OS configuration)
DT 8Pin_2.0mm
Interface Cable -

2.3 S #k% Electrical specifications

T
BETE oW
Rated Power
THERE 9~36V, JAIMH 12V,
Operating Voltage 9~36V, typical value of 12V.
VCC=12V, HH=EH K.
‘ 360mA LT
TAEHR VCC=12V, max backlight.
Operating Current VCC=12V, 3K .
120mA .
VCC=12V, backlight off.

TR 12V 1A EREEEE.
Recommended power supply: 12V 1A DC.

2.4 T/E3 3% Operating environment

Iﬂ;ﬁ}# -20°C~70°C (12V @ 60% RH)
Operating Temperature

R -30°C~80°C

Storage Temperature

ik T4 7

Anti-UV N

=i 7

Conformal coating N

TR 10%~90%RH, #7{ 60%RH.
Operating Humidity 10%~90%RH, typical value of 60% RH.
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3. EHBUBINRA Electrostatic discharge test

MAF LR : 25°C, MRAMELREE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

Ml R ﬁﬁn%ﬁﬁlﬁﬁiﬂﬂﬁé*ﬁﬂﬁiﬂﬂﬁi%t G e = 2L 15em) 5 &1 B RE B BEAT Bl B i AT <,
RN, SEI I R B F AT To AL . EBE. . BERERERLR.

Test process: Place the product on the test bench fixture (approximately 15cm in height),~and perform
contact and air discharge tests on the smart LCM. Observe if any freezing, black or white screen, flickering, or

rebooting occurs during the test.

Mikhie: 70 ESD TR8IA 2] GB/T 17626.2 B 2 .
Test conclusion: The product's ESD performance meets GB/T 17626.2 Class B standards.

i iyl THHRAE gR
Discharge Type Discharge Value Result
<7 > FJL»I
Eﬁmﬁﬁlﬁﬁ LAKV 1E% TAE |
Contact discharge Normal operation
SRR LAKV R |
A|r discharge Normal operation
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4. AEFYE R~} Packaging & dimensions

S8 R~F
Form Factor 211.60mm (W)x78.50mm (H)*x15.40mm (T)
ffﬁ:{ion FFFLRF: 193.00(+0.3mm)x71.60(+0.3mm)
) ) Positioning hole: 193.00(+0.3mm)x71.60(+0.3mm)
Dimensions
HER
21
Net Weight 0g
AR HE
Packaging Standards
ARBEUS AR B# (B) HEIE () BEE ()
Model Dimensions Layer Quantity/Layer | Quantity(Pcs)
154 Carton1 220mm(L)x160mm(W)x47mm (H) 1 1 1
2 ‘5% Carton2 250mm(L)*200mm(W)x80mm (H) 2 1 2
3 5% Carton3 320mm(L)*270mm(W)x80mm (H) 2 2 4
4 5% Cartond 435mm(L)*335mm(W)*x290mm(H) - - -
5 5% Carton5 600mm(L)*x430mm(W)x290mm(H) 1 20 20

SR
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ideal partner for you

211.640.5
Y
133
1 st
178.6(A. A)
* I 12.8
# o o
s =
= Q
g
[
1
EX Definition FE Pint RE Type ¥ Description
VIN 12 P AR Power Input
TX4 3 0 B O4%H Output
TX2 4 0 B 281 Output
RX2 5 I HO2A Input
RX4 6 I B 4% A Input
GND 7,8 P AL GND

EEgEBERS
148.640.5

L Rt efiEfhe il

Location hole is used as position reference.

2. KA EHR/-0. 3m

Unmarked Tolerance is +/-0. 3mm

I BERHNE R ERXE

Active area is marked in Dash lines
] DHG124000074-03WN
ik & A M SCRH
doig | A% | oem | BF ] e BB ey g ohnologies
] 1:1 L3 A% g
Seale = Roview Date
afe i o Al _ _ _
Init Appraval Date
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5. J&iX T H Debug tools
RSO KA ek SO R BE O P T SEARHERCAR . VELIE B TR A A

It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

ideal partner for you

please refer to customer service center.

SD001
SD card

IAKDBOERE LR
EREDBIEOF M

Dual-male-DB9: Connect
to DBY interface and computer

B RS AT 88
Power Adapter

| DBY9#EDO
| DB9 interface

EL4ELS: HDL65011
8pin_2.0mm EEL
Accessory model: HDL65011
8pin_2.0mm cable
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6. T5L &%)t 45 A T5L series IC features
(1) XEAMARZ. AR ER 8051 1%, 1T (FEIEAFEM) S#ETIE, mE T4 250MHz.

Mature and stable 8051 core which is the most widely used with the maximum operating frequency of

T5L is up to 250MHz, 1T(single instruction cycle)high speed operation.

(2) #ph CPU # (GUI CPU) izfT DGUS Il £%::

Separate GUI CPU Core running DGUS Il System:

® NESHEAE, 2.4GB/S Wik
High-speed display memory, 2.4GB/S bandwidth.

® 2D ffifrhnE, JPEG fiff k471 fE ik 200fps@1280*800, Ul R Hii 1% .
2D hardware acceleration, the decompression speed of JPEG is up to. 200fps@1280*800 and the
Ul with animation and icons as its main feature is extremely cool‘and smooth.

® JPEG EZaMAAFEE . BbR, KIEEESE /N E A7 % 2R 41 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.

® SCHFRIHE R A MBS, REUERTLLRTT, AR 400Hz filds 4T fUE .
Support CTP or RTP with adjustable sensitivity-and maximum 400 Hz touch frequency.

® 1 % 15bit 32Ksps PWM 7 D iR s i ds  SEBIL i i B i 5 LR 46 A7 il A48 T8
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and
achieve high signal-to-noise ratio:and sound quality restoration.

® 128Kbytes ¢ & {7 fifi 4 7 i), fF i #5452 LA OS CPU 2 Ac #dids, S H R HL 5
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.

® SO PCumHAIFRAMGTH, LR GimfE 4.
Support DGUS 'development and simulation on PC. Support background remote upgrade.

(3) #Jl CPU # (OS CPU) izfT )" 8051 AU, MHIHFE#HHI CPU:

Separate CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in

practical application:

® FrifE 8051 ZEFIE 44, 64Kbytes fXiL 75 (], 32Kbytes /N RAM.
Standard 8051 architecture and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
® 64bit BHAKEIZH L (MDU) , 45 64bit MAC 1 64bit BRi%#% .
64 bit integer mathematical operation unit (MDU), including 64 bit MAC and 64 bit divider.
® 28 110, 4% UARTs, 1% CAN I, #% 8 % 12bit A/D, 2 B 16bit 73 #Z< 1T i 11 PWM.,
28 10s, 4-channel UARTSs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM
of adjustable resolution.
® SCHF IAP EA M EAR B, Wy R R TERR .

Support IAP on-line simulation and debugging with unlimited number of breakpoints.
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® Ll DGUS RG1EL LAY .
Upgrade code online through DGUS system.
(4) 1Mbytes /N Flash, SCLRIERA, HRAM AL 24, F4 LI TR,
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.

(5) -40°C~+85C TARIRSEVa R (v & -55°C~105°C TR LM 1C) .
Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from
-55°C to 1057C).

ORI K P ETF T5L B EHH-EHIE= .

DWIN encourages users to design your own customized product based on T5L.
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7. f&iTiE3 Revision records

4 Rev H3#i Revise Date #i® Content 43 A Editor
IR KA
00 2021-11-22
First Edition Azt
B RTC DA
01 2022-01-05 T RTCHILID I
Update RTC accuracy description
]% ) 1 H
02 2022-11-14 ) 1_ Eﬁﬁ_fﬁ H L izt
Modify dimension description
St R L .
03 2024-09-10 X T4
Modify Power Voltage B %
B RTC 775, HRsEvKE B
04 2025-06-03 S SISTES
Replace RTC scheme, Update physical-drawing stk

A AR SORS Bt S i R TR AN AE AR AT SR IR], BRAR T BE 22 08 S0 BT (S U2, 18 S S 3RAT TR 2%

Please contact us if you have any questions about the use of this-document or our products, or if you would like to
know the latest information about our products:

% M H# 1 Customer service Tel: 400 018 9008

% Ik QQ Customer service QQ: 400 018 9008

Ak 65 WeCom: [=]:
HIRMEAE Customer service email: dwinhmi@dwin.com.cn

i & # e ks DWIN Developer Forum: http://inforum.dwin.com.cn:20080/forum.php
R — BRI SR SCHF, B SCRE R A TRED 130 ) !

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!
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HEFH

Important Disclaimer

SO BUGEAT P B AR T G BT, AN 3 AT S 0 % 7
7 NLE AT R ORAE 7 it N RS P AR IR T A AR AR S AR EDR, BRREAR TR % e, R gae i
B AT TR ALE o
X P AL il R R B SCP AT BE SR AT G 3 i SCARIREE N 534 R, X FaiRe S Sk
Wtk HEaE . NGUFE TR, THREFHR. 5%, Haleyr & m XS NS, %
JURE AT PG RS, SR EURE S (0 T A0 GRS 8T, 3t SCAN AR AR SR 54T

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhering to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.
DWIN shall not bear any joint and several liability for any consequences that may arise from customers'

adoption of DWIN products. In particular, for risks that may-lead to significant property losses, environmental
hazards, personal injury, or even death, especially in high-risk application areas such as military applications,
flammable and explosive places, and life-saving medical equipment, customers should independently assess the
risks and take corresponding preventive and protective measures. DWIN shall not bear any relevant

responsibility.
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