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DMG12800S101_03WN

72 iR AR

o ZEMLERES .

® T T5L2 ASIC, 117 DGUS Il AWZREHMF &, FIMTRIFFER.

® 10.1 %}, 1280*800 4¥%, IPS WM BT

® i UV BiH A1 AG BifZThRE.

® [H3LME 1000nit, -40~85CHBEIM KL, W=PLZ.

® ¥¥ RS232 5 RS485 &5

Features:

® Full localized smart LCM.

® Powered by T5L2 ASIC, running DGUS Il HMI platform, outdoor severe environment-grade.

® 10.1 inch, 1280*800 resolution, IPS-TFT LCD.

® With UV protection and AG function,

® High brightness 1000nit, Capable of working under ultra-wide temperature range from -40~85°C with
conformal coating.

® Support RS232 and RS485 communication.
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1. 4 &3¥: 0388 Hardware and interface description

FF5 BiH B BH
No. Item Description
WICHEWA, 2019 FE. ORI 8051 #4284, GUI AR FH 73 Hil 48
] T5L2 it — i 8051 #Z%HIE1T
T5L2 ASIC DWIN independently developed, mass production in 2019. Dual 8051 cores,
GUI and application run on separate 8051 cores.
5 M FF L AT CEH, 8Pin_2.0mm BT,
User interface 8Pin_2.0mm socket for power supply and serial communication.
3 RS485 #: [ FF RS485 iHitl, 2Pin_2.0mm B,
RS485 interface | 2Pin_ 2.0mm socket: for RS485 communication.
32MB (2*16MB NOR Flash), ] H TAFHFFE B A< S REH -~ UL,
4 Flash 25 1k $1>100,000 X .
32MB (2*16MB NOR Flash) for storing Ul files like fonts, images, music,
with over 100,000 erase/write cycles.
H 2 MY AL, SR NOR Flash. NAND Flash.
¥R Flash /&4% | B KT E 2R 64MB (4*16MB NOR-Flash) 5 48MB+512MB (3*16MB NOR
5 Expand Flash Flash+1*512MB NAND Flash) .
pads Two expansion slots support NOR or NAND Flash, up to 64MB (4x16MB
NOR Flash) or 48MB+512MB.(3x16MB NOR Flash + 512MB NAND Flash).
5 NS 2% 3V LIRSS
Buzzer 3V passive buzzer.
. RTC At g, KE: £20ppm @25C.
Button cell for power supply. Accuracy: +20ppm @25°C.
8 SD R pE T+ DGUS A2 F# (Ul U CFG U WAZEE) , % : 4Mb/s.
SD card slot For DGUS project file downloads (Ul, CFG files, kernel, etc.), 4 Mb/s rate.
it R AR LR A SCRP R I SC WI-Fi 2] (WI-Fi-20 45) . USB F#ik4] (HDL702 %5) .
9 Reserved module -|<Supports DWIN Wi-Fi modules (e.g., Wi-Fi-20) and USB download modules
pads (e.g., HDL702).
10 PGTO05 ] HFHex% DGUS JRJZFEFF
PGTO5 interface | For programming DGUS firmware.
1R DWIN Technology %20 www.dwin.com.cn
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2. MK SH Specification parameters

2.1 8;5:2% Display parameters

BRERE IPS TFT i én bt
LCD Type IPS, TFT LCD.
W A5 (LA {H JE 85°/85°/85°/85°), XifbLE M. tRIBJRLT.
. Wide viewing angle (85°/85°/85°/85° typical), high contrast, and good color
Viewing Angle .
reproduction.
SRR 1280%800 (3ZFF 0°/90°/180°/270° T/ A=)
Resolution 1280%800 (support 0°/90°/180°/270°)
ﬁiﬁmgﬁ 216.96mm (W)x135.60mm (H)
Active Area (AA)
ot . LED
Backlight
Bt >50000 /s
Backlight Service Life >50000 hours
%E 1000nit
Brightness
100 s LAY Chse BT R R so B 1%~30%00, ATRE I ANRRIL G, A
FERT WAE M A AD
Brightness Control 100-level brightness adjustment (Flickering may occur at 1%-30% of max
brightness; not recommended for use in this range)
e AR TR) S i 2 T P] R S EURE IR, BV E S B R IEAT M.
Note: Use dynamic screen saver to prevent afterimages from prolonged fixed page display.

SR

DWIN Technology %3 W
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2.2 & OZ¥ Serial interface parameters
UART2: RS232

B AR
Vod UART4: RS232 (OS Fit & J5 4 ftfd Fl Only available after OS configuration)
ode
UARTS5: RS485 (OS it & J5 /4 #ef# H Only available after OS configuration)
M 2% A /M AYE = INE] LA
Test Condition Min Typ Max Unit
B2, 4 8P Output 1 - -5.0 -3.0 \Y;
Voltage Level Output 0 3.0 5.0 ; v
Input 1 -15.0 -5.0 - \%
Input 0 - 5.0 15.0 \%

B2, 40 | 3150~3225600bps, Hif{: 115200bps.

Baud Rate 3150~3225600bps, typical value of 115200bps.
Mokt wR/MA JRE PN LA
Test Condition Min Typ Max Unit
B0 5 P Output 1 25 5.0 - %
Voltage Level Output 0 2 -5.0 2.5 Vv
Input 1 0 25 - \%
Input 0 - 2.5 -0.2 v
B 5 B 3150~921600bps, HA!{H: 115200bps.
Baud Rate 3150~921600bps, typical value of 115200bps.
UART2: N81

K

UART4: N81/E81/081/N82 PUFfi={rT i (OS BLE ) 4 modes (OS configuration)
Data Format

UART5: N81/E81/081/N82 PUFfi=UrT i (OS BLE ) 4 modes (OS configuration)

BO¥T 8Pin_2.0mm (RS232)
Interface Cable 2Pin_2.0mm (RS485)
2.3 A HH Electrical specifications
By

BE T <15W

Rated Power

TrEE 12~36V, HALfE 12V.

Operating Voltage 12~36V, typical value of 12V.
VCC=12V, BimEH K,

: 850mA LSRR
TAEHR VCC=12V, max backlight.
Operating Current VCC=12V, HHKH.
100mA ,

VCC=12V, backlight off.

R TIERIE: 12V 1.5A K ERAEERIE.
Recommended power supply: 12V 1.5A DC.

H A DWIN Technology 40 www.dwin.com.cn
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2.4 T/E3 5 Operating environment

I yE
ﬂz{m{g -40°C~85C (12V @ 60% RH)
Operating Temperature
=]
RS -40°C~85C
Storage Temperature
B AR f
Anti-UV Y
=pigs f
Conformal coating Y

TIERE
Operating Humidity

10%~90%RH, L7 {f 60%RH.
10%~90%RH, typical value of 60% RH.

W B2 LR A
Aging Test

72 /NI 50 C I i T LA

72 hours high temperature charged aging at 50°C.

Parand

W3R DWIN Technology ¥ 50

www.dwin.com.cn



DVIN EENE R SN 3-8 e DMG12800S101_03WN_ %4 F /it
Professional, Creditable, Successful

Product Specification
3. WEMEIEA Reliability test
3.1 #HBHEMNR Electrostatic discharge test

MR IR E : 25°C, MHAMRIREE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

M FE : 4= s E AR NG & T At 3 B G e FE ) 15em) ,  BF0H R R bRk AT 422 il JEC L Al <0
ORI, SEIRI RS b A TOAENL. BB, EBE. fEhE. HESEREILR.
Test process: Place the product on the test bench fixture (approximately 15cm in height), and perform

contact and air discharge tests on the smart LCM. Observe if any freezing, black or white screen, flickering, or
rebooting occurs during the test.

W45 7= 4 ESD tREiIAR] GB/T 17626.2 B 2.

Test conclusion: The product's ESD performance meets GB/T 17626.2 Class B standards.

B Test standard : [IEN 61000-4-2:2009 [JIEC 61000-4-2:2008 [OGB/T 17626.2-2018
ClOther:

Table 1: Electrostatic Discharge Immunity (Air Discharge)
Test Levels
Test Points Locations
-2kv +2kV -4k +4kV -8kV +BkW -15kV +15kV
A A
/ / / ! ! L ! L
/! l ! £ f !
{ ! ! ! ! i / £ i
Table 2: Electrostatic Discharge Immunity (Direct Contact)
l Test Levels
Test Points Locations
-2kv +2kV -4k +4kV -bkV +BkV -BkV +8kV
e SE
/ / / ! ! £ i /
/ i / ! / / ! /
/ i £ f f ! Fi | S
W3R DWIN Technology %6 T
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3.2 HPUE B kR EFT SR EFT test

MAF LR EE: 25°C, MM R : 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.
W i K= P E TR 6 b, Sl Bkl e A 2L OB & Bk b e S5 B0 R R0 R e R REAT b A s SEIe s R L ¢
FRE RS IMMEAEE . R RN, ME RSN R.
Test process: Place the product flat on the test bench, power the smart LCM through the power supply

coupled with an impulse generator. Observe if any reboot, abnormal display, or touch malfunction-occurs during

the test.

MAXSE 1R 720 EFT PEREE 2] GBIT 17626.4 B 4.
Test conclusion: The product's EFT performance meets GB/T 17626.4 Class B standards.

W Test standard : CJEN 61000-4-4:2012 CliEC 61000-4-4:2012  CIGB/T 17626.4-2018

COther:
e [ " Test Levels(kV) i
| s Ping= |05 | +05 | 10 | +10 | -20 [ +20 40 | +40

h . il - -‘ I sz /A =
g A I
JAL_ &m . [_

. Power ports B LN ] | | ,f:_-‘j ft‘j -
l [ L+Earth [ |

M + Earth | | [ ' _j

L+M+Earth l L | (S
[Signaipor‘rs | ¥ P !_ = ‘ i

1#3CRHE  DWIN Technology 7 W www.dwin.com.cn



ideal partner for you

DWIN BRGNS C N v

Professional, Creditable, Successful

DMG12800S101_03WN_ %35 T/t

Product Specification

3.3 EHTIMNRA RE test

bW | W RRARHE g3
Test Item Test Standard Result
EHTIR 1EH TR
ClassB .
RE Normal operation
HORIZONTAL
acLeuel (dBuVim) Date: 2025-03-21

70.0

60.0

50.0 P E— i . .

40.0 — - =

30.0 T 1

200 wu

10.0\(0’/\

30 50 100 200 500 1000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB  dBu¥/m dBuV/m dB
206, 398 47,50 9.55 2.74 32.50 27.29 40.00 -12.71 Peak
482. 216 46.53 17.34 4.35 32.68 35.54 47.00 -—11.46 Peak
VERTICAL

acl,,.we*r (dBuVim) Date: 2025-03-20
70.0
60.0
50.0
| 1] | | :
40.0 3
1
30.0], 2
20.0 MMU\JW
10.0 1
30 50 100 200 500 1000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBu¥ dB/m dB dB  dBuV/m dBuV/m dB

51,121 47.50 13.82
119. 436 46.53 11.21
344,386 49.73 14.40
482. 216 49.52 17.34

31 32,60 30.03 40.00 -9.97 Peak
03 32.50 27.27 40.00 -12.73 Peak
29 32,24 35,18 47,00 -11.82 Peak
35 32.68 38.53 47.00 -8.47 Peak

B ol [ et

W3R DWIN Technology %8 I
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3.4 R EMHFIMBEIR CS test

M Test standard : [JEN 61000-4-6:2014  [EC £1000-4-6:2013  [IGB/T 17626.6-2017

[ Other:
Biiodulation: Mamplitude 80%,1kHz sine wave U Amplitude 80%,2Hz sine wave L10ther:

EDwelltime: M1s [J3s  [othern
M Frequency Step Size : 1 % of preceding frequency value  [lother:

Coupling Line Frequency Range Voltage Level{e.m.f.) Result
(MHz) V)

T2 A | olk~gn /o N
| _ | |

3.5 R (M) WX SURGE test

m Test standard : [JEN 61000-4-5:2014+A1:2017 [JIEC 61000-4-5:2014+A1:2017 CGB/T 17626.5-2019
ClOther:

Table 1: _DL  mains power input port

Level Voltage Polarity I Path g Result
1 0.5kV +
z v s [ 3M AR D) |
3 2kv +
4 4kv & i |

3.6 SHH BB AT DL B RS test

W Test standard :  LIEN 61000-4-3:2006+A1:2008+A2:2010 [IEC 61000-4-3:2006+A1:2007+A2:2010
CGB/T 17626.3-2016  [other:

B odulation: & Amplitude 80%,1kHz sine wave  UlAmplitude 80%,2Hz sine wave [ Other:

M Dwell time: B¥1s [J3s  Clother:

B Frequency Step Size : [¥1 % of preceding frequency value Clather:

FFrequenw range | Field _=.trength_ 'r Front side Rear side Left side Right side
(MHz) wm) [ i
VER HOR VER HOR VER HOR VER Huu

CJofe |0 AR AR ATAN[A
o~ o 3 [ATATRTATATATA A

H A DWIN Technology oW www.dwin.com.cn
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4. AEFYE R~} Packaging & dimensions
M8 R~
Form Factor 251.60mm (W)x155.30mm (H)*x21.20mm (T)
;ff:ﬁ:ion FFFLRF: 231.00(+0.3mm)x150.20(+0.3mm)
. . Positioning hole: 231.00(+0.3mm)x150.20(+0.3mm)
Dimensions
AR
Packaging Standards
ARMUS AR B# (B BEIE () BEE )
Model Dimensions Layer Quantity/Layer | Quantity(Pcs)

154 Carton1: | 220mm(L)x160mm(W)x47mm (H) 3 ) ]

2 5f Carton2: 250mm(L)*x200mm(W)*x80mm (H) _ ) i

3 544 Carton3: 320mm(L)*270mm(W)x80mm (H) 2 1 2
4 5% Carton4: 435mm(L)*335mm(W)*x290mm(H) 1 10 10
5 5% Carton5: 600mm(L)*x430mm(W)x290mm(H) 1 20 20

i SCEH. DWIN Technology 5010 7 www.dwin.com.cn
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TR WS

251805
68, Z1.0(gemi 00)
A, 21968l 0P}
38 24432
38 11 2160RN
| -
3 |4 |d]d
E
g
| ERAL - 2=
Display Center H _lﬂm
|
8 - LS
114 - B - B
p——
Tl
i
o o
— L  —r 1
1592
4 8 F
= &
N
L Rt e frEm e hrfl
B Definition| /F& Pin 2% Type 8 Description Location hole is used as position reference.
S AN o/
GND 7,8 P A 3kEH GND 2. RERIE AR A+/-0. 3m
Unmarked Tolerance is +/-0.3mm
Rx 6 I HERA Toput : RERENERERXE
RX2 5 i HRO28 A Input Active area is marked in Dash lines
TX2 4 0 H A28 Output
TX4 3 0 O output ol DMG12800S101_03WN
Model = 2 i
Voo 1,2 P BIFSA Power Input TR 5% o] A HE%%VIW
- prawing| A4 | prawn | TG ot 250611 .
B Definition| MF& Ping 27 Type P8 Description ) roees B DWIN .H.GO_‘EOU_.OWHQM
485-A 2 - RS485A+ Scale Review Date
Bfir e a3
53 1 - Ro4s58- M ow | e, 2 L

www.dwin.com.cn

o Bl

DWIN Technology

SR



DVIN EENE R SN 3-8 e DMG12800S101_03WN_ %4 F /it

ey Professional, Creditable, Successful Product Specification

5. J&AiA LH Debug tools
ARV AT SR R BRI T SEARHERC A . RS BT ER R Z R
It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

please refer to customer service center.

SD001
SD card

WAKDBIERL:
EEEDBIEOMBAX

Dual-male-DB9: Connect
to DB9 interface and computer

FE R & B 28
Power Adapter

DB9#EO
DB9 interface

Ei4ELS: HDL65011
8pin_2.0mm jEREL

Accessory model: HDL65011
8pin_2.0mm cable

H A DWIN Technology ¥ 12 www.dwin.com.cn



mﬂ"ﬂk%% WELSFAE . 1BoR B DMG12800S101_03WN_ %4 F /it

Professional, Creditable, Successful Product Specification

6. T5L R4 T5L series IC features
(1) RHARHE Z . BEAFFER 8051 #, 1T (BIBLAWD mid T1E, &34 250MHz.
Mature and stable 8051 core which is the most widely used with the maximum operating frequency of
T5L is up to 250MHz, 1T(single instruction cycle)high speed operation.
(2) B CPU #% (GUI CPU) iz17 DGUS Il :%::
Separate GUI CPU Core running DGUS Il System:
® NE &S, 2.4GB/S Wi,
High-speed display memory, 2.4GB/S bandwidth.
® 2D filiff ik, JPEG fift /& 4iid i =ik 200fps@1280*800, Ul Ak FH it «
2D hardware acceleration, the decompression speed of JPEG is up t0.200fps@1280*800 and the
Ul with animation and icons as its main feature is extremely cool‘and smooth.
® JPEG EZatiAAF G . bR, KIEEESE/NbE A7 6% 4% 2K K41 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® SCHFRIHE R A MBS, REUERTLLRTT, AR 400HZ filds 4T RUE .
Support CTP or RTP with adjustable sensitivity‘and maximum 400 Hz touch frequency.
® 1% 15bit 32Ksps PWM 7 D iR shA a5 SEBIL i i B 5 LR 40 A7 il A48 T8
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and
achieve high signal-to-noise ratio.and sound quality restoration.
® 128Kbytes A & 7 i a5 7% i)y fE6ifi a4 1A OS CPU 2 A8 ¥ttt , N S FLfj B
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® S FF PCImHAITRAIH, SKHfla 6@t 4.
Support DGUS 'development and simulation on PC. Support background remote upgrade.
(3) §4h CPU # (OS CPU) izfTHIJ™ 8051 4UhY, M4 # M)~ CPU:
Separate CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in
practical application:
® FrifE 8051 ZE IR 44, 64Kbytes fiiL 75 (], 32Kbytes /N RAM.
Standard 8051 architecture and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
® 64bit BHAKEIZH L (MDU) , 45 64bit MAC 1 64bit BRi%#% .
64 bit integer mathematical operation unit (MDU), including 64 bit MAC and 64 bit divider.
® 28 110, 4% UARTs, 1% CAN I, #% 8 % 12bit A/D, 2 B 16bit 73 #Z< 1T i 11 PWM.,
28 10s, 4-channel UARTSs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM
of adjustable resolution.
® SCHF IAP EA M EAR B, Wy R R TERR .

Support IAP on-line simulation and debugging with unlimited number of breakpoints.

1R DWIN Technology %13 T www.dwin.com.cn
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® Ll DGUS RG1EL LAY .
Upgrade code online through DGUS system.
(4) 1Mbytes /N Flash, SCLRIERA, HRAM AL 24, F4 LI TR,
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.

(5) -40°C~+85C TARIRSEVa R (v & -55°C~105°C TR LM 1C) .
Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from
-55°C to 1057C).

ORI K P ETF T5L B EHH-EHIE= .

DWIN encourages users to design your own customized product based on T5L.

1R DWIN Technology % 14 1T www.dwin.com.cn
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7. 1&iTiE3 Revision records

R4 Rev H 21 Revise Date #R Content %4i%8 A Editor
R RA "
00 2025-06-26 X )5
First Edition ke

A8 AR SORS Bt S i i R TR AN A AR AT SR ], BRAR 1 BE 22 08 S0 R BT (5 U2, 18 S S 3RAT T2

Please contact us if you have any questions about the use of this document or our products, or if'you would like to
know the latest information about our products:

%M H# 1 Customer service Tel: 400 018 9008

% Ik QQ Customer service QQ: 400 018 9008

{415 WeCom: E .
HIRHEAE Customer service email: dwinhmi@dwin.com.cn

i I K & 1 1% DWIN Developer Forum: http://inforum.dwin.com.cn:20080/forum.php
RS — BRI SR SCHF, SRR A TRED 130 ) !

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!

1R DWIN Technology %15 T www.dwin.com.cn
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HEFH

Important Disclaimer

SO BUGEAT P B AR T G BT, AN 3 AT S 0 % 7

7 NLE AT R ORAE 7 it N RS P AR IR T A AR AR S AR EDR, BRREAR TR % e, R gae i
B AT TR ALE o

X P AR L il R R B SCP AT BE SR AT G A i SCARIRE N 534 Rimlit, X FRIRe S E ok
Wtk HEaE . NGUFEEET R, THREFHR. 5%, Ealyr s e S NS, %
JURE AT DA RS, RO N (R TR A ORI i, Jeh SCAN R AR G 5T AE

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhering to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.
DWIN shall not bear any joint and several liability for any. consequences that may arise from customers'

adoption of DWIN products. In particular, for risks that. may-lead to significant property losses, environmental
hazards, personal injury, or even death, especially in’high-risk application areas such as military applications,
flammable and explosive places, and life-saving. medical equipment, customers should independently assess the
risks and take corresponding preventive and protective measures. DWIN shall not bear any relevant

responsibility.

1R DWIN Technology % 16 1T www.dwin.com.cn



	DMG12800S101_03WN
	1、硬件及接口说明Hardware and interface description

	2、规格参数Specification parameters
	2.1显示参数Display parameters
	2.2串口参数Serial interface parameters
	2.3电气规格Electrical specifications
	2.4工作环境Operating environment 

	3、可靠性测试Reliability test
	3.1静电放电测试 Electrostatic discharge test
	3.2电快速瞬变脉冲群EFT测试 EFT test
	3.3辐射干扰测试 RE test
	3.4传导骚扰抗扰度测试 CS test
	3.5浪涌（冲击）测试 SURGE test

	4、包装和物理尺寸Packaging & dimensions
	6、T5L系列芯片特点 T5L series IC features 
	DWIN encourages users to design your own customize
	7、修订记录 Revision records
	重要声明
	Important Disclaimer

