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® HT T5L0-Q88::f, 1817 DGUS Il &4, RN,

o 1.6%FHEMKME, 4007400 4¥E, 262K &, IPS B, TEMA.
o ANNATERAMER.

Features:

® Based on T5L0-Q88, running DGUS Il system, commercial grade.

® 1.6-inch circular LCD, 400*400 pixels resolution, 262K colors, IPS-TFT-LCD, wide viewing angle.
® Full-laminated CTP.
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1. hEﬁ:lﬁ%El Hardware and interface
1.1 f#E{44E 11 & Hardware interface

wEREEO
LCM interface

TS5LG A
T5LASIC

SDE#EO
SD Card

g
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bR FFEO
TP interface

CeE Myl

Hardware interface
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1.2 T4 K 4% 1115 B Hardware and interface description

FF5 P Vi BH
No. Name Description
M ERF A, 2023 4EE 77, 1MBytes f P4 Nor Flash, H 512KBytes
T5L0-088 & F A48 P B P %Eﬁ\iﬁbloq,ooqik
1 T5L0-088 ASIC Developed by DWIN. Mass production in 2023,1MBytes Nor Flash on the
chip, 512KBytes used to store the user database. Rewrite cycle: over
100,000 times
5 TR m Bz O FPC16_0.5mm, QSPI
LCM interface FPC16_0.5mm, QSPI interface
3 A il | FPC6_0.5mm, IIC #:11
CTP interface FPC6_0.5mm, IIC interface
B F T AT ER @ 7, 10Pin_1.0mm 7o 8 R #d e (ML AYE D : 12KByte/s
4 User interface 10Pin_1.0mm socket for power supply and serial communication.
Download rate(typical value): 12KByte/s
16MBytes NOR Flash, 7t B & IR3CH, #5k%>100,000 X
5 Flash 16MBytes NOR Flash, for fonts, pictures and audio files.
Rewrite cycle: over 100,000 times
SD FAT32 #%, Fiﬂiiﬁ:, iﬁﬂfﬂ;‘?%é}iﬁﬁi, F%Jzﬁéi 4_M_b/s
6 i FAT32. Download files by SD interface can be displayed in statistics.
SD interface
Download rate: 4Mb/s
M R R AMOVE IR IZATR, mhEid PGTO05 B DGUS JiK)Z, /=&
. PGTO5 #[ WK R I H
PGTOS5 interface | When product crashes by accident, you can use PGTO05 to update DGUS
kernel and make the product return to normal
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2. M¥Z2¥ Specification parameters

2.1 B/~3¥ Display parameters

iﬁ%}?s? IPS, TFT LCD

MA TALA, SLAME 85°/85°/85°/85° (L/R/U/D)
Viewing Angle Wide viewing angle, 85°/85°/85°/85° (L/R/U/D)
PR 400%x400 (SZFF 0°/90°/180°/270° & /~tbi=)
Resolution 400%400 pixels (0°/90°/180°/270°)

BX 18 fi. 6R6G6B

Color 18-bit 6R6G6B

AA X H1£=39.84mm

Active Area (A.A))

Diameter=39.84mm

VA X
View Area (V.A.)

Ef=39.84mm
Diameter=39.84mm

= (=Y *ﬁiﬁ
St . LED
Backlight Mode
S >20000 /Nif P iy e BEE SR TAR, SRR ]
H ; i : : >20000 hours (Time of the brightness decaying to 50% on the condition of
Backlight Service Life . i i ; )
continuous working with the maximum brightness)
(=Y ;g:
AL 250nit
Brightness
100 T CHR BT Bk mse ) 1%~30%I, AR tHILNERIL R, A
BHRT G B AR T B D

Brightness Control

0~100 grade (When the brightness is adjusted to 1%~30% of the maximum
brightness, flickering may occur and is not recommended to use in this range)

T AR ] 6] e 08 ] S 75 A

long time.

REFEUSRAIR, 7T LA Bl B R V)t 5e DR o o

Note: You can use dynamic screen saver wallpapers to avoid afterimages caused by fixed page display for a

2.2 S ¥ Touch parameters

ik i HL R U T A

Type Capacitive touch panel.

B4 G+FF 4itt), RIZNNICIHTE, PIEEE=6H.

Structure G+FF structure with tempered glass surface and hardness = 6H.
BEHE

Light Transmittance

>85%

S RHE  DWIN Technology
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2.3 B OZ¥ Serial interface parameters

Interface Cable

B O UART2: TTL/ICMOS
Mode UART4: TTL/ICMOS (OS it & J5 7 #Ef# H Only available after OS configuration)
M 244 Test Condition B/ME Min | BLR(E Typ | H&KfH Max | HL47 Unit
Output 1, lout = -4mA 3.0 3.3 - \%
D A
ki Output O, lout = 4mA - 0 0.3 \%
Voltage Level
Input 1 2.4 3.3 5.0 \%
Input O 0 - 0.5 \Y,
B O 3150~3225600bps, #i7fE: 115200bps
Baud Rate 3150~3225600bps, typical value of 115200bps
Bk UART2: N81
Data Format UART4: N81/E81/O81/N82 VUFizn]ik (OS ALE ) 4 modes (OS configuration)
BOHLR

10Pin_1.0mm

2.4 S H#% Electrical specifications

BEDIR

Rated Power

<5W

THERE
Operating Voltage

4.5~5.5V, JLRI{E 5V
4.5~5.5V, typical value of 5V

130mA VCC = +5V, HHRERK
TAEHH VCC = +5V, Backlight on
Operating Current 50mMA VCC =+5V, kM
VCC = +5V, Backlight off

HEETIEBRIR: 5V 1A KERRBEBER
Recommended power supply: 5V 1A DC

2.5 TYE¥ 3% Operating environment

TAEH

ﬂE{m)g -20C~70C (5V @ 60% RH)
Operating Temperature

vE

AR -30C~80C
Storage Temperature
=pELE

s _ J& None
Conformal coating
TAERE 10%~90%RH, Hi#!{§ 60%RH
Operating Humidity 10%~90%RH, typical value of 60% RH

S RHE  DWIN Technology
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3. AR Reliability test
3.1 B BHEMNR Electrostatic discharge test

MRIAEG IR : 25°C, MNAMEIRE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

B Test standard : LJEN 61000-4-2:2009 VIEC 61000-4-2:2008 [JGB/T 17626.2-2018
[JOther:

Table 1: Electrostatic Discharge Immunity (Air Discharge)

Test Levels
Test Points Locations
-2kVv +2kV -4kV +4kV -8kV +8kV -15kV +15kV
R / / A A / / / /
/ / / / / / / / /
/ / / / / / / /
Table 2: Electrostatic Discharge Immunity (Direct Contact)
Test Levels
Test Points Locations
-2kv +2kV -4kV +4kV -6kV +6kV -8kV +8kV
ik / / / / / / / /
/ / / / / / / /
/ / / / / / /

BRI
ATERIIER . 22677 B0 SET7 R F BRAR A PR RE IR
B.ZhREEIE AE BTN R BUFRAG, (EAEREPUE ILEREAATIKE, A/ EREE T
C.TREME REE I 2 R BRI, (HFHRAEH T I REE
D. R 2 B A B0 IR, B 25 2% i ad B AN BE PR R A D) BE 98 SR BT RE FAEAIK
Performance Criterion:

A. Normal performance within limits specified by the manufacturer, requestor or purchaser;

B. Temporary loss of function or degradation of performance which ceases after the disturbance ceases, and
from which the equipment under test recovers its normal performance, without operator intervention;

C. Temporary loss of function or degradation of performance, the correction of which requires operator
intervention;

D. Loss of function or degradation of performance which is not recoverable, due to damage to hardware or
software, or loss of data.

i RHY DWIN Technology %6 0 www.dwin.com.cn
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4. AIEFYFE R ~; Packaging & dimensions

SR
. X 57. X 12.
Form Factor 61.72(W)mm X 57.91(H)mm X 12.71(T)mm
FE
= ﬁ. 409
Net Weight

3 bRME Packaging Standards

AR S BAFFRT B (B HEIE () BHE ()
Model Dimensions Layer Quantity/Layer | Quantity(Pcs)
154 Cartonl: | 220mm(L)x160mm(W)x47mm (H) 1 2 2
2 5# Carton2: | 250mm(L)x200mm(W)x80mm (H) 2 2 4
3 5% Carton3: 320mm(L)x270mm(W)*x80mm (H) 2 4 8
4 5% Carton4: 435mm(L)*x335mm(W)*x290mm(H) 2 25 50
5544 Carton5: | 600mm(L)*430mm(W)x290mm(H) 2 60 120

@I*’Hﬂi DWIN Technology
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i o) Location hole is used as position reference.
-~ m . xt.
o5 2. RRHEAER/-0. 3m
= % Unmarked Tolerance is +/-0. 3mm
;o I BN E MR
piley g 5 X Definition| &5 Pin#t 2R Type W8 Description Active area is marked in Dash lines
, ©
& 2 GND 8,9,10 P A Eh GND
w 3 TX4 7 0 # H4giH Output o DUG40400C016_03WTC
. e 6 0 D124 Output ME L aa | E L oy | B oo SR
Drawing Drawn : Date s .
= RX2 5 I H# L2 Input o — o DWIN Technologies
W RX4 4 I B I4%i A Input Scale 1:1 Review Date
Q +5V 1,2,3 P FLIEHIN Power Input Hﬁ M %WWWE w_umvm.
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5. AR LA Debugging tools
F VSR VA P S SO R R IO PR P SRR AL . VEAIS BT R A

It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

please refer to customer service center.

#EOHLL: FCC1015A ¥%3¥%MR: HDL662B
SD001 10PIN_1.0mm#RHELE BO%USB
SD card Interface: FCC1015A Adaptor board: HDL662B
10PIN_1.0mm FOB Serial to USB

WMAkUSBL: HDLUSB1
E R IR IR BB

Dual-male-USB: HDLUSB1
Connect to adapter board
and computer

i RHY DWIN Technology %9 www.dwin.com.cn
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6. T5L0-Q88 &+ T5L0-Q88 ASIC
T5L0 -Q88ASIC s it SCRHE AT X /N R WAR S BRI T/ EFRE  ARTDFE . (RAA . GUI IR ] vy o2 %
A XUZ ASIC, 2023 4FIEX & .
T5L0-Q88 ASIC is a small package, low-power, cost-effective, GUI and application highly integrated
single-chip dual-core ASIC designed by DWIN Technology for small-size LCD and mass produced in 2023.
(1) RAMNF®RS 2. BREEIFER 8051 1%, 1T (R4 MDD mid TIE, e 5 400MHz.
Mature and stable 8051 core which is the most widely used with the maximum operating frequency of T5L
is up to 400MHz, 1T(single instruction cycle)high speed operation.
(2) B CPU # (GUICPU) 1217 DGUS Il £4i:
Separate GUI CPU core running DGUS Il System:
® WNEMHELA, 2.4GB/S T, 18bit R LR HERFFE] 1024*768 (TA L) , 854*480 (DGUS
B
High-speed display memory, 2.4GB/S bandwidth. 18-bit color display resolution support up to 1024*768
(TA mode), 854*480 (DGUS mode).
® 2D FEFRhE, B A ERR Y8 Ul AR HIEE . .
2D hardware acceleration and the Ul with animation and icons as its main feature is extremely cool and
smooth.
® JPEG L4t e . Bbs, KBS/ B A7 2R A 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® S TR R A A A AR T
High quality ratio and sound restoration and playback.
® 128Kbytes AR AR S IA], fFfias% LA OS CPU W Ac#efidl, L fil #.
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® 2} 10bit 800KHz DC/DC i #%, itk LED 16 Al VR vH 715 2 A< F 2 ]
2 10-bit 800KHz DC/DC controllers simplify LED backlight, analog power design and save cost and
space.
® (R PCumdBITRMPIE, FrfE st K.
Support DGUS development and simulation on PC. Support backend remote upgrade.
(3) HJlt CPU ¥ (OS CPU) izfTHIJ" 8051 AU kit S DWIN OS #4t, M4 M/ CPU:
Separate CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in
practical application:
® FRift 8051 ZEFMIFE A4, 64Kbytes fLT7s[E], 32Kbytes P RAM.

Standard 8051 core and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.

1 RHY DWIN Technology # 10 www.dwin.com.cn
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®  Gabit BHAHEIZH HBIL (MDU) , 11F% 64bit MAC 1 64bit [477:4% .

64-bit integer mathematical operation unit (MDU), including 64-bit MAC and 64-bit divider.
® 15 1~ 10, 4 # UARTs, 1 % CAN #M, &% 8 H 12bitA/D, 2 % 16bit 73 #FR AT PWM.
15 10s, 4-channel UARTSs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM of
adjustable resolution.
®  UFFEIAP TR BN, s B R TC R
Support IAP online simulation and debugging with unlimited breakpoints.
e [LLiEN DGUS RATEL ARG,
Upgrade code online through DGUS system.
(4) 1Mbytes Jv N Flash, X LRIMEHA, HHORACAIFIEE 224, Fhgs il FEM v
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.
(5) -40°C~+85°C LIFi % iu (A% fil-55°C~105°C LA ZVEH IC)
Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from -55°C to

105C).

BICYOWT R FET T5L B ERT-ERILFE M.

DWIN encourages users to design your own customized product based on T5L.

1 RHY DWIN Technology # 1 www.dwin.com.cn
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6. &iTiC3 Revision records

fRA Rev H#H Revise Date #iR Content Ym%a N Editor

00 2023-10-25 B IX KA First edition izt

A8 P AR SRS Bl S I R R AR AEAR AT B ], BRAK T SE 2 1S R R, 1 R S IRATTIRES

Please contact us if you have any questions about the use of this document or our products, or if you would like to
know the latest information about our products:

% Hi Hii Customer service Tel: 400 018 9008

% ik QQ Customer service QQ: 400 018 9008

it wecom: 81
Z AR MBFE Customer service email: dwinhmi@dwin.com.cn

LI R 1 % DWIN Developer Forum: http://inforum.dwin.com.cn:20080/forum.php
SRR K — B DR S SCRF, SRR FRATTE A 15 /) !

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!
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HEFH

Important Disclaimer

WSO BGEAT P S AR T 5GBS, HAS AT i RN )

B L AT R ORAE 7 i N2 IR R SR BT AT A O HE S A ZR, BAREAR T IR 4 . FE e L
A5 T E

X PAESL S il SR R S AT RE SR BETJE R, M SCAVRIETT DTfE. Fehlite, X T rlge TR E R
Wrensk. WEEE. NSERENTENS, THEEFEF. SRS, vy s e )R N 9, &
JUREEAT VAL DR, S RIBUR L (8 T A DR 15 i, 3 SCAS AR AR S DA

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhering to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.
DWIN shall not bear any joint and several liability for any consequences that may arise from customers'

adoption of DWIN products. In particular, for risks that may lead to significant property losses, environmental
hazards, personal injury, or even death, especially in high-risk application areas such as military applications,
flammable and explosive places, and life-saving medical equipment, customers should independently assess the
risks and take corresponding preventive and protective measures. DWIN shall not bear any relevant

responsibility.

1 RHY DWIN Technology # 13 www.dwin.com.cn
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