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DMG80480T050_ASWTC

72 iR R
o FT T5L1 &)k, BT DGUS Il &%, TWH=f.
® 503, 800%480 /4K, 16.7M &, IPS B, EMMA.
o HAMBL.
o WHEHAER. LED T, SRR,
e iHhEE, WUV, W=FETLE.
Features:
® Based on T5L1, running DGUS Il system, industrial grade.
® 5.0-inch, 800*480 pixels resolution, 16.7M Colors, IPS-TFT-LCD, wide viewing angle.
® Capacitive touch screen.
® With built-in speaker, LED lamp and Photosensitive sensor.
® With shell, Anti-UV, with conformal coating.
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1. B RKIEQ Hardware and interface
1.1 f 432 11 B Hardware interface
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R
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f 12 1

Hardware interface
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1.2 T4 K 4% 1115 B Hardware and interface description

FF5 2R i
No. Name Description
| EF A, 2019 FEEF4, 1IMBytes H N Nor Flash, H:+ 512KBytes
TBLL A TAEAE P B, %5 k%>100,000 X
1 TELL ASIC Developed by DWIN. Mass production in 2019,1MBytes Nor Flash on the
chip, 512KBytes used to store the user database. Rewrite cycle: over
100,000 times
5 TR B 1 FPC40_0.5mm, RGB # [
LCM interface FPC40 _0.5mm, RGB interface
3 HAMBFED | IC HH
CTP interface [IC interface
F L AT @, 8Pin_3.81mm B 1.
4 P HH HOR#EES (HAED © 12KByte/s
User interface 8Pin_3.81mm socket for power supply and serial communication. Download
rate(typical value): 12KByte/s
16MBytes NOR Flash, 7t B &R, #5k%>100,000 X
5 Flash 16MBytes NOR Flash, for fonts, pictures and audio files.
Rewrite cycle: over 100,000 times
A 3 BN, SCFEYTE NOR Flash. NAND Flash.
NOR Flash £ K n]#i /& 2| 64Mbytes.
NOR Flash 5 NAND Flash & & KAl £F] 48Mbytes (2 M FE{L)
§ & Flash /&4t | +512Mbytes.
6 Expand Flash Three expansion slots are available, supporting expansion of NOR Flash
pads and NAND Flash.
The maximum expansion for NOR Flash is up to 64Mbytes.
When combining NOR Flash and NAND Flash, the maximum expansion is
up to 48Mbytes (using two expansion slots) + 512Mbytes.
; Y as B AR, D% 2W
Speaker Onboard speaker. Power: 2W
AR, K. +£20ppm @25°C. i jE Al 4ERE 7 KIER LAE
8 RTC Super-capacitor for power supply. Accuracy: +20ppm @25°C. It can work
normally for 7 days after power failure
SD-EH0 FAT32 #%{, T‘%&ﬁ:, iﬁﬂﬁb‘i%é}mﬁ%, T%@EK 4.M-bit/s
9 i FAT32. Download files by SD interface can be displayed in statistics.
SD interface ,
Download rate: 4Mbit/s
M R AN GVE IR IZ AT, AE PGTO05 B DGUS K2, /= E
10 PGTO5 £ [ WK R I H
PGTO5 interface | When product crashes by accident, you can use PGTO05 to update DGUS
kernel and make the product return to normal
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1. K-S Specification parameters
2.1 B/~3¥ Display parameters

om Rl IPS, TFT LCD

LCD Type

A TEL A, HLRIE 85°/85°/85°/85° (L/R/U/D)

Viewing Angle Wide viewing angle, 85°/85°/85°/85°(L/R/U/D)

SR 800x480 (SZ#F 0°/90°/180°/270° . /~iEi={)

Resolution 800x480 pixels (support 0°/90°/180°/270°)

B 24 fii 8R8G8B

Color 24-bit BR8G8B

AA ,IZ 108.8mm (W) X65.6mm (H)

Active Area (A.A)

VA X

View Area (V.A.) )

ﬁjﬁﬁﬁ LED

Backlight Mode

185 >30000 /N P e FEE SR TR, SEREE I ]

. : : >30000 hours (Time of the brightness decaying to 50% on the condition of

Backlight Service Life ) ) ) ) i
continuous working with the maximum brightness)

ﬁ?lﬁj%g 300nit

Brightness
100 Zese LY (AT B s S 1%~300%0, FIREHILINPRIL R,

o B T B D)

Er?[g:ﬁ:iss Control 0~100 grade (When the brightness is adjusted to 1%~30% of the maximum
brightness, flickering may occur and is not recommended to use in this
range)

T A ) ] 1 T2 R P RE BRI, T DA shas B DI AT DRk o

Note: You can use dynamic screen saver wallpapers to avoid afterimages caused by fixed page

display for a long time.

2.2 i S¥ Touch parameters

il R R Y FL 2 A B TR

Type Capacitive touch panel.

fE R 5 G+G Zitt), RENNITLHR, PR =6H.

Structure G+G structure with tempered glass surface and hardness = 6H.
ﬁ:;‘ﬁ%ﬁ . >85%

Light Transmittance

R DWIN Technology %4 0
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2.3 B8 0S¥ Serial interface parameters

R UART2: RS232 | | |
Vode UART4: RS232 (OS Bt ® J5 /4 fef# ] Only available after OS configuration)
UARTS5: RS485 (OS Bt ® J5 /4 fe1# ] Only available after OS configuration)
M 2614 Test Condition | #/MH Min | #1898 Typ | S KME Max | #.47 Unit
B2, 4 1P Output 1 - -5.0 -3.0 \Y
Voltage Level Output 0 3.0 5.0 - \Y
Input 1 -15.0 -5.0 - \%
Input O - 5.0 15.0 \%
B 2. 4% | 3150~3225600bps, HAU{E: 115200bps
Baud Rate 3150~3225600bps, typical value of 115200bps
M 2644 Test Condition | #/ME Min | $7(E Typ | S KME Max | #47 Unit
B O5 HF Output 1 2.5 5.0 - \
Voltage Level Output 0 - -5.0 -2.5 \Y
Input 1 0 25 - \%
Input O - -2.5 -0.2 \%
B0 5 WRR 3150~921600bps, HM{H: 115200bps
Baud Rate 3150~921600bps, typical value of 115200bps
KR UART2: N81 | | |
Data Format UART4: N81/E81/081/N82 DU r]ik (OS ML &) 4 modes (OS configuration)
UART5: N81/E81/081/N82 PUFh#r]ik (OS ML &) 4 modes (OS configuration)
B OHZR 8Pin_3.81mm R JElii 1
Interface table 8Pin_3.81mm Socket

@I%’Hﬂi DWIN Technology
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2.4 S #HE Electrical specifications

>

e ThE W

Rated Power

TAEHEE 9~36V, HiAlfE 12V

Operating Voltage 9~36V, typical value of 12V

T s 160mA | VCC=12V, sk max backlight
Operating Current 80mA VCC=12V, 15t H backlight off

HET/ERE: 12V 1A RERBEEE
Recommended power supply: 12V 1A DC

2.5 TYE¥R 3% Operating environment

I v
ﬂsﬂ}ﬁ -20C~70°C (12V @ 60% RH)
Operating Temperature
FRERE 30°C~80C
Storage Temperature
THERE 10%~90%RH, #1%{f 60%RH
Operating Humidity 10%~90%RH, typical value of 60% RH
=%
BigE L _ & Yes
Conformal coating
RN 5 v
Anti-UVv
BidP &% IP65 (IETH)
Protective Level IP65 (Front)

A DWIN Technology % 6 1
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3. AR Reliability test
3.1 B BHEMNR Electrostatic discharge test

WAL : 25°C, WHAMEREEE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

RIGIEFE: K= P E TR G b, B0 E OB BRAE AN B XK 3 A T Bl A 2 S s S PR 5% o 4
AIHEHL. HBBE. AR fERE . HESREMR . MRS HYE GBIT 17626.2 B 2 VL L.

Test process: the product was placed on the test bench to perform contact and air discharge in turn of the
serial screen iron frame and display area. During the experimental process, it was observed whether the screen is
dead, black, white, splash, or reboot. According to the experiment results, the performance is in line with the

criteria GB/T 17626.2 B level and above.

B Test standard : LIEN 61000-4-2:2009 MIEC 61000-4-2:2008 [JGB/T 17626.2-2018

[JOther:
Table 1: Electrostatic Discharge Immunity (Air Discharge)
Test Levels
Test Points Locations
-2kV +2kV -4kV +4kV -8kV +8kV -15kV +15kV
ot A A
/ / / / / / / / /
/ / / / / / / /
Table 2: Electrostatic Discharge Immunity (Direct Contact)
Test Levels
Test Points Locations
-2kV +2kV -4kV +4kV -6kV +6kV -8kV +8kV
e 7 t- / / / / Fi
/ / f / / / / / /
/ / / / / / / / /
TR www.dwin.com.cn
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3.2 R B Bk P EE EFT WX EFT test

MAAFR GRS : 25°C, WA EEREE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

BB K P E TN G b, I8 ke R A ASGRE S ik B S T RN R
FFa MM ER . R ER. R EENR,
Test process: the product was placed on the test bench to perform contact and the smart screen is energized

by the power supply coupled with a EFT generator. During the experimental process, it was observed whether
abnormal reset, display or touch phenomena occurs. According to the experiment results, the performance is in

line with the criteria GB/T 17626.4 B level and above.

M Test standard :

[JEN 61000-4-4:2012

EBFIEAT b, SR R 52

PERESTS GBIT 17626.4 B 2% )2 L) |

[/IEC 61000-4-4:2012

GB/T 17626.4-2018

C!Other:

S -  Test Levels(kV) ‘ B ]
-0.5 +05 | -10 [ +1.0 -2;0 +29 | -4.0 +40 |
| L N\ S [ N \ N A \ X |
Bé N .\ A\ 1 N\ o A A N A N |
Earth » X - \ N N B ‘\ —‘
Power ports If* l+N ’ 5% = } N N g /‘* /4 " S ’
L+Barth | N |\ | S \ | N TN TN S|
N+ Earth 4;‘; s [ N7 & T o To ~ |~ |

L fuween | N | ] ST STSNTy TSTS
Signal ports N % [ % - B ] \7_1—\4_\A7 ‘

@Iﬂﬁz DWIN Technology
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3.3 FEH TR RE test

WA H WFRE 4R
Test Item Test Standard Result
BT 1% TR
Class B .
RE Normal operation
HORIZONTAL
EELrl\.rlnl (dBuV/m) Date: 2023-11-09
70
60
50
40 3
20
10
30 50 100 200 500 1000
Frequency (MHz)
M g E fR{E HE FEEE EeEaE FRE
(MHz ) { dBuV/m 2 £ dBuV/m 2 (dB?} {cn) {deg)
A4, 405 33,81 40, 00 B, 39 200 ] HORTZONTAL
154, 821 33,14 40, 00 6. 86 200 0 HORIZONTAL
BEB. 613 36, 23 47,00 10,77 200 0 HORTZONTAL
VERTICAL
o-Level (dBuVim) Date: 2023-11-09
70
60
50
4
40
1 3
i
" WMMMWW‘M
10
30 50 100 200 500 1000
Frequency (MHz)
Gk HlEE iR {8 HE FiEEE EEEE FEHin
{NHz ) { dBu¥/m } {dBuV/m » {dB» {end {deg)
154, 821 33.7A 40, 00 6, 24 200 0 VERTICAL
258, 326 30, 33 47, 00 16, &7 200 0 VERTICAL
465, 509 34, 44 4700 12. 56 200 0 VERTICAL
G906, 482 40,13 47,00 6. 87 200 0 VERTICAL
iR DWIN Technology 9 1 www.dwin.com.cn
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3.4 R BEMHMENB CS test

M Test standard : [ 1EN 61000-4-6:2014 LTIEC 61000-4-6:2013 L 1GB/T 17626.6-2017
Other:
B Modulation: P.‘,';(Amplitude 80%,1kHz sine wave _|Amplitude 80%,2Hz sine wave [ |Other:
BDwell time: ¥ 1s 13s [ lother:
M Frequency Step Size ; L\/l % of preceding frequency value  [lother:
Coupling Line Frequency Range Voltage level(e.;r{f.) [ Result
(ML) | v)

DL B [ 0o | ) I

}7 = S— —

EREL YR
AALERIIERT . 223605 B0 L5 LR R BRAE A PERE IR
B.ZhREEIEAE B I R BUFRAG, (HAERRPUF LR BATIRE, A EREE TG
C.ThRE i MEREE I R BPEAR, (HFFERAEE T I R E
D. R w4 A s IR, Bl 25 2R i it AN BE P R A D) B 18 AR B TE e PTG
Performance Criterion:

A. Normal performance within limits specified by the manufacturer, requestor or purchaser;

B. Temporary loss of function or degradation of performance which ceases after the disturbance ceases, and
from which the equipment under test recovers its normal performance, without operator intervention;

C. Temporary loss of function or degradation of performance, the correction of which requires operator
intervention;

D. Loss of function or degradation of performance which is not recoverable, due to damage to hardware or
software, or loss of data.

1 RHY DWIN Technology # 10 www.dwin.com.cn
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4. AIEFYFE R ~; Packaging & dimensions
SRR 160.0 (W) X 118.0(H) X 24.0(T)mm
Form Factor
51 S : 300g
Net Weight
fu 25 kRt Packaging Standards
2 ¢=)) 12 () B D)
BEBES A%E R Dimensions B (B %L‘%E ) %Iﬁ A
Model Layer Quantity/Layer | Quantity(Pcs)
154 Cartonl: | 220mm(L)x160mm(W)x47mm (H) 1 2 2
2 544 Carton2: | 250mm(L)x200mm(W)*x80mm (H) 2 2 4
3544 Carton3: | 320mm(L)x270mm(W)x80mm (H) 2 4 8
4 54 Cartond: | 435mm(L)x335mm(W)*x290mm(H) - - -
5544 Carton5: | 600mm(L)*x430mm(W)x290mm(H) 1 30 30

1 RHY DWIN Technology %1 www.dwin.com.cn
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L REE / Installation Schematic

Pk ( BEGBREER, RiFARR): ITRSHFRZE, Bk
#Ke PIMEREEIFERSAARAR AL IR IIRTBAR, SRILBAKIERE
Waterproof rubber gasket (blue part in the schematic, actually in black):
located between screen and shell to prevent water ingress. Additional
glass glue is available for outdoor use to strengthen the waterproof
performance

J— 107.0 —|

FHERMEFRT
ARE>18.5mm
HFZEREE <3.0mm

The opening requirem-

ents are shown in the figure.
Depth>18.5mm

Device front housing
thickness <3.0mm

le— 1490 —|

BRMNRRI A RERIN
BT

Install the screen from the
frontinto the housing ope-
nings.

AFHIRET, RHB
ENERAELR ETIREY $
hEF 90°

Loosen the screw
, the snap automa-
tically follows the

screw to rotate 90°

clockwise.
KRBT
State before rotation @
142 4 FUIRETED
o REEE
=L

Q Lock the 4 screws
) to fix the product

on the housing

hERe AR
State after rotation

aNFRES

Clip the back cover of the
housing

RETTH

Installation completed

B
The final effect

HCREHYE pwin Technology

% 13
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5. A TE Debugging tools
VO A FH SR R R ) M SEAR TR o TELEME BT ERR B RA
It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

please refer to customer service center.

SD001
SD card

WAKDBIEEL
EHEDBYE A FB AN

Dual-male-DB9: Connect
to DBY interface and computer

DBY#EQO
DB9 interface

‘ FE RIS A 28
1 Power Adapter

|mepae: HDL6sO11 (s
| Accessory model: HDL65011
| (Thedisplay wires needs to be changed)

1 RHY DWIN Technology # 14 www.dwin.com.cn
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6 T5L RFUEHHFA T5L series IC features
(L RAR A&z BEARTEER) 8051 #%, 1T (P4a4 ) mid TIE, &34l 250MHz.
Mature and stable 8051 core which is the most widely used with the maximum operating frequency of
T5L is up to 250MHz, 1T(single instruction cycle)high speed operation.
(2) .k CPU # (GUI CPU) 21T DGUS Il &%i:
Separate GUI CPU Core running DGUS Il System:
® NESHLSr, 2.4GB/S .
High-speed display memory, 2.4GB/S bandwidth.
® 2D N, JIPEG fif 4 id & 51k 200fps@1280*800, Ul AL .
2D hardware acceleration, the decompression speed of JPEG is up to 200fps@1280*800 and the
Ul with animation and icons as its main feature is extremely cool and smooth.
® JPEG R4 A Wb, KRS/ E A7 2 2RA ) 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® SCRPHIPHER A, REUZ W LAY, etk 400Hz AlfEdT RUE .
Support CTP or RTP with adjustable sensitivity and maximum 400 Hz touch frequency.
® 1 % 15bit 32Ksps PWM U Dl ah 7 /4 4%, B0 i i Jod 18 2 s 44 At AL A T o
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and
achieve high signal-to-noise ratio and sound quality restoration.
® 128Kbytes L E AT IH, A ds4 LI OS CPU A8 #dds, N S H o H .
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® K PC AT AR, SCHFfE G4 .
Support DGUS development and simulation on PC. Support background remote upgrade.
(3) Huflt CPU #% (OS CPU) izfTHIJ" 8051 AWk, NAIH&E#HI " CPU:
Separate CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in
practical application:
® ik 8051 M FIfE &4, 64Kbytes X% =[], 32Kbytes A RAM.
Standard 8051 architecture and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
® 64bit BHAIEIZH T (MDU) , f145 64bit MAC 1 64bit FRi%#: .
64 bit integer mathematical operation unit (MDU), including 64 bit MAC and 64 bit divider.
® 28/~ 10, 4% UARTs, 1% CAN £, % 8 12bitA/D, 2 i 16bit ¥R [ PWM.
28 10s, 4-channel UARTSs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM
of adjustable resolution.
® SRR IAP fEZA HANRE, Wy mi B To PR
Support IAP on-line simulation and debugging with unlimited number of breakpoints.
® TLLiZE DGUS RGTELTH AT
1 RHY DWIN Technology % 15 www.dwin.com.cn
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Upgrade code online through DGUS system.
(4) 1Mbytes J7 4 Flash, LRI EOAR, BHORARSAIEIE 24, A4 LRI TekE
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.

(5) -40°C~+85°C TAEIREVER (Al g -55°C~105C LA EVE/ 1C) .

Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from

-55°C to 105°C).

WSO K P ETF T5L B R RIEHIGF 5.

DWIN encourages users to design your own customized product based on T5L.

1 RHY DWIN Technology # 16 www.dwin.com.cn
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7. f&iTiE3 Revision records

ev evise Date ontent itor
A R H# Revise D ik C i Edi
HIRRAT .
00 2021-05-21 PEAE
First Edition (s
&5 Flash Fl5ERE -
01 2021-08-05 iz fE
Modify Flash and Brightness Riath
2
02 2021-11-05 TR _ s fE
Upgrade version
#i RTC kG E 0 B
03 2022-01-05 HHRTC R izt
Update RTC accuracy description
BT & FLASH i ¥ 5
04 2022-07-12 _ o HisfE
Revised extended flash description st
BB TAE R ERTE ], AN l&
05 2022-07-26 Modify the working voltage range and add izt
the installation drawing
(EE NN »
06 2022-11-14 s 43
Modify dimension description izt
EMC @ 7+2, FEAE IR B SR THAE
07 2023-11-30 EMC hardware upgrade, natural izt
consumption of old inventory boards
Hahn FLASH 3§ & o #3
08 2024-05-27 i R I
Add FLASH extension components
1&i] CAD R~f &R -
09 2024-06-26 iz
Revise CAD dimension thickness izt
AL R T e
10 2024-08-30 E%ﬂ BRI X7 Y
Modify Power Voltage
1 RHY DWIN Technology #® 17 www.dwin.com.cn
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A8 R A SRS B S R R WA AR AR AT B I, BRAR T AREE 22 SO R T B, T A S R TR

Please contact us if you have any questions about the use of this document or our products, or if you would like to
know the latest information about our products:

% ik Hiif Customer service Tel: 400 018 9008

Ik QQ Customer service QQ: 400 018 9008

it wecom: 817
Z AR MBAE Customer service email: dwinhmi@dwin.com.cn

S R 1Rt DWIN Developer Forum: http://inforum.dwin.com.cn:20080/forum.php
R — B DRSO SR, SRR A T2 3 ) !

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!

1 RHY DWIN Technology % 18 www.dwin.com.cn
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HEFH

Important Disclaimer

WSO BGEAT P S AR T 5GBS, HAS AT i RN )

B L AT R ORAE 7 i N IR R SR BT AT A DR HE S A R, BAREAIR T IR %4, FELae ki
A5 T E

X PAESL S il SR R S AT RE SR BETJE R, M SCAVRIETT DTfE. Fehlite, X T rlge TR E R
WPk, WEfEE . ANSERETENS, CHEEFEF. SRS, by s S e )R N G, &
JUREEAT VAL DR, S RIBUR L (8 T A DR 15 i, 3 SCAS AR AR S DA

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhering to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.
DWIN shall not bear any joint and several liability for any consequences that may arise from customers'

adoption of DWIN products. In particular, for risks that may lead to significant property losses, environmental
hazards, personal injury, or even death, especially in high-risk application areas such as military applications,
flammable and explosive places, and life-saving medical equipment, customers should independently assess the
risks and take corresponding preventive and protective measures. DWIN shall not bear any relevant

responsibility.

1 RHY DWIN Technology # 19 www.dwin.com.cn
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