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7= R A

e E-T T5L2 ASIC CPU, i&1T DGUSII AWLZEBREF G, TAEMAKEEER.
® 7.0 %~f, 800%480 /X, 16.7M P AR ER, TN TFT ExFR.

® BFESLHEETRR.

o UHEH. T, WHIEK, LK USB BT H A EEARIIAE.

o R REREEFASM ML RBE LTI

Features:

® Based on the T5L2 ASIC CPU, running the DGUSII human-machine interaction software platform,
smart LCM for industrial-grade applications.

® 7.0-inch, 800*480 pixels resolution, 16.7 M colors true-color.display, TN TFT display.

® Digital signal multimedia solution screen.

® Support image, audio, and video playback, as well'as USB camera video recording and screen
capture function.

® Support extended remote video updates.and network camera function.

i#SCRHY DWIN Technology LRI www.dwin.com.cn
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1. M XZIEQO Hardware and interface
1.1 f§{F42 1118 Hardware interface

: o : RFPEO
SDEJE 2 LTt : HE T, User interface

SD card slot N el kgl 838
: Buzzer

T5LiS A
T5L ASIC

SDEEE1
SD card slot

USBIZO =gty (e A RED
USB interface Hy i g Speaker interface

[CdGEamlL|

Hardware interface
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1.2 T4} 22 1194 B Hardware and interface description

Fs Ey i BiBH
No. Name Description
WMICH TR, 2019 4R BAMERR, RS MEEE 24 DIFEAR,
JitPiae Jyak, XU PCB it ERLE EMC/EMI Ui
1 T5L2 & DWIN independently developed, mass production in 2019; patented
T5L2 ASIC encryption technology ensures code and data security; low power
consumption, strong anti-interference capability, easily passes EMC/EMI tests
with dual-sided PCB design.
B F Tt AT A 38, 8Pin_2.0mm A1 & N EGE A (LR, - 12KByte/s
2 User interface 8Pin_2.0mm socket for power supply and serial communication:
Download rate(typical value): 12KByte/s.
32MBytes (2 #il 16MBytes NOR Flash), mH Tl wE. B & RKEHS
3 NOR Flash Ul 30, #%5 x%>100,000 K. |
32MBytes (2*16MBytes NOR Flash), can be used, to store user Ul files such
as fonts, images, music, etc., with erase/write cycles >100,000 times.
4 NAND Flash 512Mbytes, HT 17 R11 ﬁo
512Mbytes, used to store R11 firmware.
5 NG 3% 3V TN 5% .
Buzzer 3V passive buzzer.
CRFSD R ES. MAUE. &r TS HERGSEES (JPEG) 8.
5 SD R 1 KB (MP4)
SD card slot 1 Supports SD card image, audio, and video playback. It can also be used to
export camera screenshot files (JPEG) or video files (MP4).
SCREFTA SCIR-CHL P UL SefE . CFG REMFIEE SO TRZE R T4, BRAt
BoR FEGHHEE, FHER: 4Mb/s. FH R, SD KA1k FAT32
SD i 2 1% T&z’?ﬁ%kd\ﬁ 4096. | | | |
7 SD card slot 2 Supports downloading of all files (user Ul files, CFG files, underlying kernel
firmware), displays download statistics on the screen, download rate: 4 Mb/s.
When downloading files, the SD card needs to be formatted in FAT32 format,
with a recommended allocation unit size of 4096.
8 P de e 2Pin_2.0mm #11, 4MEG R
Speaker 2Pin_ 2.0mm interface, external speaker.
R11_USB: R USB #:H, TRk,
0SB 11 USB #11: [bzQ USB £ 1H, AIAME USB &5 Sk Biffis U #30 .
9 USB interface R11_USB: Horizontal USB interface, Used for firmware burning.
USB interface: Horizontal USB interface, can connect to USB camera or play
USB files.
AP TR T 4G BEPUREAE . BURMEE L (RJ45 T 1R 4. WIFI BLURA
SR e A0 R AR HOR AL e, WIZR S5 R Th g, WA AH DS 75 5K 50 Bk 5574 38 o
This product has reserved 4G modules, Ethernet interfaces (RJ45 socket),
10 Reserved module . .
solder pads and WIFI module pads. Expandable remote update video function and
network camera function, communicate with corresponding business if there
are related needs.
i#SCRHY DWIN Technology %3 www.dwin.com.cn
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2. K3 Specification parameters

2.1 8;5:2% Display parameters

Brightness Control

LN i) TN TZ TFT &5,
LCD Type TN process TFT display screen.
A HEAL A, #AE 70°/70°/50°/70° (L/R/U/D)
Viewing Angle Normal viewing angle, 70°/70°/50°/70° (L/R/U/D)
DR 800x480 (3£ 0°/90°/180°/270° & /n Ak x{)
Resolution 800x480 pixels (support 0°/90°/180°/270°)
Bx 16.7M f&, (24 {7 8R8G8B)
Color 16.7M color (24-bit BR8G8B)
AA X
Active Area (A.A) 154.08mm (W)x85.92mm (H)
&0 RGB
Interface
%ﬁﬁﬁ LED
Backlight Mode
TN >30000 /NN CBABR s BEIESE TAE, S BRI )
. . . >30000 hours (Time of the brightness decaying to 50% on the condition of
Backlight Service Life i i i ) i
continuous working with the maximum brightness)
E#%E 300nit
Brightness
100 LT CASEEEI N B s 1 1%~30% 0, FTREHBLNLRIL R, A
P WAE B L D

0~100 grade (When the brightness is adjusted to 1%~30% of the maximum
brightness, flickering may occur and is not recommended to use in this range)

long time.

Ve A T[] 52 1 SR W] e B ARG, AT DL Eh A B U5 DR R

Note: You can use dynamic screen-saver wallpapers to avoid afterimages caused by fixed page display for a

2.2 & 0S¥ Serial interface parameters

|
e UART2: ON=TTL/CMOS; OFF=RS232
Mode
IR 4414 Test Condition B/ME Min HAE Typ | & KMH Max | H.47 Unit
Output 1, lout =-4mA 4.78 5.0 - \%
|
R Output 0, lout = 4mA - - 0.4 \
Voltage Level
Input 1 25 5.0 - V
Input 0 - - 1.0 V
= m b 3150~3225600bps, L7 {K: 115200bps
Baud Rate 3150~3225600bps, typical value of 115200bps
gt UART2: N81
Data Format
BOH 8Pin_2.0mm
Interface Cable
i#SCRHY DWIN Technology %4 0 www.dwin.com.cn
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2.3 S ##% Electrical specifications

Operating Voltage

BE & W
Rated Power
TEHE 7~36V, HIA{E 12V

7~36V, typical value of 12V

TAEsR

Operating Current

230mA

VCC=12V, B ERK
VCC=12V, max backlight

90mA

VCC=12V, HIKM
VCC=12V, backlight off

TR 12V 1A EREEEE
Recommended power supply: 12V 1A DC

2.4 T{/E3 45 Operating environment

Operating Humidity

I Di=]
{/H"“’ZE -20°C~70°C (12V @ 60% RH)
Operating Temperature
&R 30°C~80°C
Storage Temperature
=&
by L2 . H Yes
Conformal coating
THERE 10%~90%RH, #7%{E 60%RH

10%~90%RH, typical value of 60% RH

WA, pwin Technology
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3. ATEAMENIR Reliability test
3.1 HHCEMNR Electrostatic discharge test

MR EGIRE: 25°C, WA SR fE

50%RH.

Test temperature: 25°C. Test humidity: 50%RH.

[ suREE ’HanniFEﬂ:UHJIﬁAJ: BT H3 11 BRBMEA B X IR AT il AN 2 U8R s SRR I R W 5 B

A ICIEHL

~ BB AR EREREIR.

PERERT A A4 GBIT 17626.2 B ¢ )X L) I,

Test process: the product was placed on the test bench to perform contact and air discharge in_turn of the

serial screen iron frame and display area. During the experimental process, it was observed whether the screen is

dead, black, white, splash, or reboot. According to the experiment results, the performance.is in line with the

criteria GB/T 17626.2 B level and above.

M Test standard : [JEN 61000-4-2-2009

CIeEC 61000-4-2:2008

LIGB/T 17626.2-2018

Other:;
Table 1: Electrostatic Discharge Immunity {&ir Discharge)
‘ lest Levels
Test Points Locations Ernr - =
-2kV + 2k Ak +dky | -BkV =By =15kV +15kYy
i T4 T2 |
. SESPE |58 a4 1 .
! | ) B
Table 2: Electrostatic Discharge Immunity |l:nrm:: Contact)
— he sectl sz ’
Test Levels
Test Points Locations | - | — —
—= | .-'?hv ril"u' -y vk -Gk +hk\ ] -BkV | Bk
6 4 A | 4 ‘

SR
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3.2 HPUEBRR kb EE EFT Ui EFT test

MAF LR : 25°C, MM ELREE: 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

BRI AR : K= P BTG b, I ke A A ASCRE Bk R I B RSN R B R EAT L FL A T 181 3.2 TR
KIS WS SRR R A ES . AR LR, MR EENSR, VEREMS GBIT 17626.4 B &L E.

Test process: the product was placed on the test bench to perform contact and the smart screen is energized
by the power supply coupled with a EFT generator as shown in Fig. 3.2 below. During the experimental process, it
was observed whether abnormal reset, display or touch phenomena occurs. According to the experiment results,

the performance is in line with the criteria GB/T 17626.4 B level and above.

B Test standard EN 61000-4-4:2012 JIEC 61000-4-4:2012 GB/T 17626.4-2018

|Other

Test Levels(kV)

Test Points - ’ 2
-1.0 +1.0 2.0 «20 40 +4 .0

i
/ / / / /
Power ports | LoN | fjﬁ fJ A .r“i-ﬁ 41 ﬁ ’ r
L+Earth / / ! / / / / /
N + Earth / / / / / / / /
LeNsEarth |/ / / / / / ;] | /
Signal ports . / / / / / / / /

R DWIN Technology %7 www.dwin.com.cn
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3.3 EH TR RE test

T B W3R g3
Test Item Test Standard Result
BHTH 1EH TR
ClassB-6dB )
RE Normal operation
HORIZONTAL
Level (dBuVim) Date: 2023-12-21
3
50 100 200 500 1000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
150. 011 43.16 13.34 2.35 32.50 28.35 40.00 -11.60 Peak
361.714 45, 62 14. 65 3.68 32.59 31. 36 47, 00 -15.64 Peak
550.948 42.25 18.35 4.68 32.50 32.7 47.00 -14.22 Peak
962.162 40.71 23.92 6.37 33.73 3T.27T 47.00 -9.73 Peak
VERTICAL

mLWﬂ (dBuVim) Date: 2023-12-21
70.0
60.0)
50.0
40.0
30.0
20.0
10.0

30 50 100 200 500 1000

Frequency (MHz)
Freqg Reading Antenna Cable reamp Limit Over
level factor loss factor level level limit Remark

MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

i#SCRHY DWIN Technology %8 www.dwin.com.cn
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3.4 LR EMHMENH CS test

m Test standard : CIEN 61000-4-6:2014 m|EC 61000-4-6:2013 [1GB/T 17626.6-2017
[0ther:
m Modulation: m Amplitude 80%,1kHz sine wave  CJAmplitude 80%,2Hz sine wave  [1Other:

m Dwelltime:mw1s [3s Oother:

m Frequency Step Size : m 1 % of preceding frequency value  [lother:

Coupling Line Frequency Range Voltage Level(e.m.f.) Result
(MHz) (V)
P 5 0.15-80 10 A
PERRARAE

ALERIET . 207 oW K7 HE 1) FRAE N P RE IR 5
B.IHRE B RE I e R BUFRAIR, (BAEIRIUF LR REEATIRE, AN EBREE T
C.DRE sk REET I Y R B PRAR, (EFRIRIEE T WA REK R

D. K% & A B0, B 25 2k i AN ek B 1 ThRE A% 2Kk B REFEAIK .
Performance Criterion:

A. Normal performance within limits specified by the - manufacturer, requestor or purchaser;

B. Temporary loss of function or degradation of performance which ceases after the disturbance ceases, and
from which the equipment under test recovers its-normal performance, without operator intervention;

C. Temporary loss of function or degradation of performance, the correction of which requires operator
intervention;

D. Loss of function or degradation of performance which is not recoverable, due to damage to hardware or
software, or loss of data.

i#SCRHY DWIN Technology %9 W www.dwin.com.cn
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4. A FYE R~ Packaging & dimensions

57 R~k

Form Factor

190.50mm (W)x105.41mm (H)x17.30mm (T)

:fa}ﬁjtion JFFLR~F: 166.00 (+0.3mm) x101.24 (+0.3mm)
. . Positioning hole: 166.00 (+0.3mm)x101.24 (+0.3mm)
Dimensions
ﬁﬁ_
o : 280g
Net Weight

fu % kR ik Packaging Standards

BEARS BT E# (B HEIE () HSHE D
Model Dimensions Layer Quantity/Layer | Quantity(Pcs)
1541 Carton1 220mm(L)*x160mm(W)x47mm (H) 1 1 1
2 5% Carton2 250mm(L)*x200mm(W)x80mm (H) 2 1 2
354 Carton3 320mm(L)*x270mm(W)x80mm (H) 2 2 4
4 ‘54 Carton4 435mm(L)x335mm(W)x290mm(H) - - -
5 54 Carton5 600mm(L)*x430mm(W)x290mm(H) 1 40 40

SR

DWIN Technology
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190.5+0.5

166 Bezel OD 7.17
157. 4 Bezel OP 13.01
ene 5.0 180. 34
156. 7 (LCM Bezel OP) 13. 21
_ 158. 67 -
© ~ g Z 154. 08 (A. A) 14.62 -19. 88~ o
w. = g . —
[} . ‘F‘ N i
[ Eae—| * o.: om \
1 1 O o) a|4|~'(‘ @ T
<+
1 b %
4 oo B BRI 2 = <
e © ° o A Display Center D o N
o= o = < 5 .
S % g5 oz 4 | 1
H 53 a 2 S
— @M M N .
Y 4w 8 2 g
L o a °© =2 8 -
S . . = ® H
S - g =
s 4 H
® A N
e
y\e\
| 1 o O @\ @
1 ! T ! 1 /
© ~ <
- o %
— M T T
T __|ﬁ il ﬂ_l| j : . o E [ 8 | ; 1
[ | ,
1
1. Rt e hr et e fral
Location hole is used as position reference.
2. RAMEAZH+/-0. 3mm
Unmarked Tolerance is +/-0.3mm
HE: BEARENA B ER X
Active area is marked in Dash lines
£ X Definition JF%5 Pin# KA Type P8 Description
VIN 1,2 P LRI Power Input nE
NC . 3 - FE X Undefined Model DMG80480TO70_41WN N m_m u.ﬁ % w_‘ m
TX2 4 0 HO2%iH Output Emwm A4 umwﬁ DWIN cm_mm 2024.01.23 B .
RX2 5 1 H A2 Input o o = DWIN Technologies
NC 6 _ S X Undefined Scale 1:1 Review Date
LA fiids:3 A
GND 7,8 P AFLEH GND Unit LU Approval Date 4

www.dwin.com.cn

81

DWIN Technology

SR



W NS < N S N e &N e DMG80480T070_41WN_ % -/t

Professional, Creditable, Successful Product Specification
5. A T E Debugging tools
SRUCE RS 1 SR BE BRI P SEARHERC A . VEAES B TR B A .

It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

please refer to customer service center.

SD001
SD card

WAKDBYEREL
EEDBIEAM B

Dual-male-DB9: Connect
to DBY interface and computer

FE R & AT 2%
Power Adapter

| DBYEO
‘ DBY interface

EefFELS: HDL65011
8pin_2.0mm Lk
Accessory model: HDL65011
8pin_2.0mm cable

i#SCRHY DWIN Technology ® 12 | www.dwin.com.cn
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6. T5L Z7%th F4% 4 T5L series IC features
(1) XEAMARZ. AR ER 8051 1%, 1T (FEIEAFEM) S#ETIE, mE T4 250MHz.

Mature and stable 8051 core which is the most widely used with the maximum operating frequency of
T5L is up to 250MHz, 1T(single instruction cycle)high speed operation.
(2) B CPU #% (GUI CPU) iz17 DGUS Il :%::
Separate GUI CPU Core running DGUS Il System:
® NE &S, 2.4GB/S Wi,
High-speed display memory, 2.4GB/S bandwidth.
® 2D filiff ik, JPEG fift /& 4iid i =ik 200fps@1280*800, Ul Ak FH it «
2D hardware acceleration, the decompression speed of JPEG is up to 200fps@1280*800 and the
Ul with animation and icons as its main feature is extremely cool and smooth.
® JPEG EZaMiAAFEE . BbR, KIEEE4E/NbE A7 6% % 2K KA 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® SCHFRIHE R A MBS, REUERTLLRTT, At 400HZ flds 4T Uk .
Support CTP or RTP with adjustable sensitivity. and-maximum 400 Hz touch frequency.
® 1% 15bit 32Ksps PWM %5 DTS iR 547 75 4 . SEBIL e it SO 35 LS 400 A it A A8 T8
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and
achieve high signal-to-noise ratio.and sound quality restoration.
® 128Kbytes A {7 il # ¥ [H], i w4 1A OS CPU 2 A8 ¥ diidfs, N S FLfj o
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® SCFF PCImHAIT AR, SCHfla G @t 4.
Support DGUS development and simulation on PC. Support background remote upgrade.
(3) Hflt CPU #°(QS CPU) izf7 )" 8051 A4hd, MHIth4E#HHI" CPU:
Separate’CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in
practical application:
® PRk 8051 ZE IR 44, 64Kbytes fXiL 75 (], 32Kbytes /N RAM.
Standard 8051 architecture and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
® 64bit AV FIZ HE T (MDU) , L 64bit MAC Fi 64bit BRiki#s.
64 bit integer mathematical operation unit (MDU), including 64 bit MAC and 64 bit divider.
® 28 110, 4% UARTs, 1% CAN I, #% 8 % 12bit A/D, 2 B 16bit 73 #Z< 1T i 11 PWM.,
28 10s, 4-channel UARTSs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM
of adjustable resolution.
® SCHF IAP EA M EAR B, Wy R R TERR .

Support IAP on-line simulation and debugging with unlimited number of breakpoints.

i#SCRHY DWIN Technology # 13 www.dwin.com.cn



VAR ERTE. WELTE BRI DMG80480T070_41WN_4#2 F-fii

Professional, Creditable, Successful Product Specification

® " Lli#E DGUS RGFEL T AT

Upgrade code online through DGUS system.
(4) 1Mbytes /N Flash, SCLRIERA, HRAM AL 24, F4 LI TR,
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.

(5) -40°C~+85C TARIRSEVa R (v & -55°C~105°C TR LM 1C) .
Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from
-55°C to 1057C).

SOV K P ETF T5L B £ &

DWIN encourages users to design your own customized product based on T5L.

i#SCRHY DWIN Technology 14 0 www.dwin.com.cn
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7. {&iTiE 3 Revision records

24 Rev H# Revise Date #iiA Content 4R N\ Editor
\/_’ N,
00 2024-01-25 é{/d;z%ﬁ iz
First Edition
: Z¥ .
01 2024-03-26 SLHT FLASH 241 iz
Update FLASH parameters

A AR SORS Bt S i R TR AN A AR AT SR IR], BRAR T BE 22 08 S0 R BT (5 U2, 18 S B 3RA TR S

Please contact us if you have any questions about the use of this document or our products, or if you would like to

know the latest information about our products:
% i B Customer service Tel: 400 018 9008

% Ik QQ Customer service QQ: 400 018 9008

HHRHEAE Customer service email: dwinhmi@dwin.com.cn

i I K & 1% DWIN Developer Forum: http://inforum.dwin.com.cn;20080/forum.php
SRR K — E DRI SO S8, A SCRE AT 038) /) !

Thank you all for continuous support of DWIN, and yourapproval is the driving force of our progress!

WA, pwin Technology
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Important Disclaimer

SO BUGEAT P B AR T G BT, AN 3 AT S 0 % 7

7 NLE AT R ORAE 7 it N RS P AR IR T A AR AR S AR EDR, BRREAR TR % e, R gae i
B AT TR ALE o

Xt P AR L il R R B SCP AT BE SR AT G A i SCARIREE N D4R R, X arae s S E ok
Wtk HEaE . NGUIFEEEIT R, SCHREFHR. SIS R, oyl so& 55w s M AL, %
JURE AT DA RS, RO N (R TR A ORI i, Jeh SCAN R AR G 5T AE

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhereing to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.
DWIN shall not bear any joint and several liability for any consequences that may arise from customers'

adoption of DWIN products. In particular, for risks that may lead to significant property losses, environmental
hazards, personal injury, or even death, especially in high-risk application areas such as military applications,
flammable and explosive places, and life-saving medical equipment, customers should independently assess the
risks and take corresponding preventive and protective measures. DWIN shall not bear any relevant

responsibility.

i#SCRHY DWIN Technology %16 0 www.dwin.com.cn
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