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Fz
[ ]

DMG80600F080_01WTR

R -

#F T5L1 % )4, 1817 DGUS Il &%,

8.0 %&~F, 800%600 73K, 16.7M &, TN TFT BRE.

BRFESMBEFERTE, P=HEEN 7.1mm.

COF &1, FBREFNBAMMZLBEBBESEBRBEIEA FPC L, EBAEMERE. ¥, RAERNZ], £r=fan
RLFA -

Hegk 3t 50 4 pin i, 5[H A CPU #%/ 10 UART. CAN. AD. PWM &£, ZKkKHFR+AFHE.

Features:

Based on T5L1, running DGUS Il system.

8.0-inch, 800600 pixels resolution, 16.7M colors, TN TFT display.

LCD and TP frame lamination process, only 7.1mm thickness.

COF structure. The entire core circuit of the smart screen is fixed on the FPC of LCM, featured by light
and thin structure, low cost and easy production.

50 pins, including 10, UART, CAN, AD and PWM from user CPU core for easy secondary development.
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DWIN

rdecely

1 420 External Interface

10:21 Jan/ 19 / Mon

[ Gl |

Intercom Announce

ST B

Monitor Setting

H P#:0 User interface

PIN Definition o Functional Description

FFE & X ThREHR

1 +5V ' i\, DC4.5-5.5V,

2 +5V | Power supply, DC4.5-5.5V.

3 GND GND

4 GND GND GND

5 GND GND

6 AD7 | 5 # ADC %\, 3.3V HIRMCHZ %, 12bit /3 3F%, Hi A\ EEH 0-3.3V.

7 AD6 | & AD6 4, HAHdEiEE UARTS3 SEN RIX4: OS 1%, RAEHE N 16KHZ,
AD1 #il AD5 Jflk, AD3 Fl AD7 JEERAEI, AT UASERR M 32KHZ SR Af

8 ADS l AD. AD1. AD3. AD5. AD7 JREK/E—#2ffiH, AILLSERUR—H 64KHZ

9 AD3 | SRFE AD; X Hdfi 1024 RIS AR UL 64, IRAEIRTT 1 # 64Hz 16bit
i1 AD {fi.
5 input ADCs. 12-bit resolution in case of 3.3V power supply. 0-3.3V input
voltage. Except for ADG, the rest data is sent to OS core via UART3 in
real time with 16KHz sampling rate. AD1 and ADS can be used in

10 AD1 | parallel, and AD3 and AD7 can be used in parallel, which equals to two
32KHz sampling AD. AD1, AD3, AD5, AD7 can be used in parallel, which
equals to a 64KHz sampling AD; the data is summed 1024 times and
then divided by 64 to obtain a 64Hz 16bit AD value by oversampling.

» \af o |33V, EAGR 150mA.

\ 3.3V output, maximum load of 150mA.

bhFe MOSFET BRSNS SEa7 /5 45, HMEFE 10K T 4% GND ffiff b

12 SPK O ARIE
External MOSFET to drive buzzer or speaker. The external 10K resistor
should be pulled down to the ground to ensure that power-on is low level.

13 SD_CD 10

14 SD_CK O | SDISDHC #:11. SD_CK #E4si SD FHEHHi %) GND B4 22pF

15 SD_D3 10 B2

16 SD D2 10 SD/SDHC interface, The SD_CK connects a 22pF capacitor to GND near

17 SD_D1 0 the SD card interface.

18 SD_DO 10
2 % 16bit PWM firth, AMHZE10K FHFIGND iR I s

19 PWMO o) OS # AT Ll UART3 Sk st il .
2 16-bit PWM output. The external 10K resistor should be pulled down to
the ground to ensure that power-on is low level.

20 PWM1 0O The OS core can be controlled in real time via UARTS3.

21 P3.3 10 I HRAEAIRX8130 5SD2058 12C RTC, HEHAEXH MO F.
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SCL #zP3.2, SDA #P3.3 10K F$i%]3.3V.
22 P32 10 If using RX8130 or SD2058 12C RTC to connect to both IOs,
’ SCL should be connected to P3.2,and SDA connected to P3.3 in parallel
with 10K resistor pull-up to 3.3V.
AR VRSN b IbT 1 SN, SCRAICEF R ki o A=
23 P3.1/EX1 10 It can be used as an external interrupt 1 input at the same time, and
supports both low voltage level or trailing edge interrupt modes.
AR PR AN b BT O SN, SCRPAIREEF 50 R ks b A =
24 P3.0/EXO 10 It can be used as an external interrupt O input at the same time, and
supports both low voltage level or trailing edge interrupt modes.
25 P2.7 10 IO 110 interface
26 P2.6 10 IO 110 interface
27 P2.5 10 IO 110 interface
28 P2.4 10 IO 1 10 interface
29 P2.3 10 IO 1 10 interface
30 P2.2 10 IO 1 10 interface
31 P2.1 10 IO 1 10 interface
32 P2.0 10 IO 1 10 interface
33 P1.7 10 IO 1 10 interface
34 P1.6 10 IO 1 10 interface
35 P1.5 10 IO 1 10 interface
36 P1.4 10 IO 1 10 interface
37 P1.3 10 IO 1 10 interface
38 P1.2 10 IO 1 10 interface
39 P1.1 10 IO 1 10 interface
40 P1.0 10 IO 1 10 interface
41 UART4_TXD O
= #i1 4 UART4
42 UART4_RXD I
43 UART5_TXD (0]
= #1111 5 UARTS
44 UART5_RXD |
45 PO.0 10 10 O 10O interface
46 P0O.1 10 IO 1 10 interface
47 CAN_TX o CAN #:10  (Fish%E CAN A IRE), HEES% L 6-(7)
CAN interface (External CAN chip drive is required, refer to Figure 1.See
48 CAN_RX I
6 - (7) for circuit reference) #2111 CAN interface
49 UART2_TXD (0]
= #: 0 2 UART2 (OS #ZHKIUARTO # 1 UARTO serial port of OS core)
50 UART2_RXD I
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2 S Specification Parameters

2.1 =523¥ Product Parameters

EX 00
Main Chip oL
FA AT 50Pin_0.5mm FPC
User Interface -
FLASH 16M Bytes
Ul ik
Ul Version DGUSII/ TA
Py HDL662S &+t ik
Power Supply HDL662S adapter board power supply
Brea¥ 16.7M {1
Display Color 16.7M colors
R+ 8.0 %)
Dimensions 8.0-inch
IHE 800*600
Resolution
BART (AA)
. X :
Active Area 162.0mm (W)X 121.5mm (H)
i
yfjﬁﬁﬂ‘ Gy 162.0mm (W)X 121.5mm (H)
View Area
LA L/IR/U/D TV ¥ff, #7844 70° /70° /40° /30° (L/R/U/D)
Viewing Angle TV viewing angel, typical value of 70° /70° /40° /30° (L/R/U/D)
2 st >10000 /M (DU e BEIESE TAE, BB a])
. . . >10000 hours (Time of the brightness decaying to 50% on the
Backlight Service Life o . : . - .
condition of continuous working with the maximum brightness)
FELL 200nit
Brightness
100 iy CHseRER T B 1%~30%I, W] REH BN AR
S— R, ANTEILHFED

Brightness Control

0~100 grade (When the brightness is adjusted to 1%~30% of the
maximum brightness, flickering may occur and is not recommended to
use in this range)

fol B BRI R B B = 5
TP Type RTP(Resistive Touch Panel)
fl R B 451 ITO iE+ITO P38
TP Structure ITO film + ITO glass
BT R B, SCRPEE SR BN fil
Touch Mode Support point touch and drag
RIS T #=>1000000 k. ZE8%4r=100000 7%, 1509 71, FFEIEHIX.
Li Dotting > 1,000,000 times; Stroke > 100,000 times; 150g force, back
ife .
and forth counted as twice.
R 80% L -
Light Transmittance Over 80%
HEERE 3H
Surface Hardness
www.dwin.com.cn %4 400 018 9008
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2.2 EO02¥ Interface Parameters
S8 TR A B/ME ARG BAE L:-NivA
Item Conditions Min Typ Max Unit
5 OBRER P aEX (RS ED
Baudrate User Set(Configure the CFG file) 3150 115200 8225600 bps
Output 1 3.0 3.3 - \Y
B Oy B P P
Output Voltage(TXD) Output 0 i 0 03 Vv
| t1 - - 3.3 \
EREPNGE 2 neu
Input Voltage(RXD) Input 0 0 ) 05 Vv
o R UART2: TTL;
- UART4: TTL; (OS K& 5 A4 fEfdi ] Only available after OS configuration)
ntertace UARTS5: TTL; (OS K& & A4 fEfdi ] Only available after OS configuration)
FiEAe R UART2: N81;
Data F t UART4: N81/E81/081/N82;lUAH= it (OS FLE) 4 modes (OS configuration)
ata Forma UART5: N81/E81/081/N82;JUA s ATt (OS #it#) 4 modes (OS configuration)

2.3 S H#& Electrical specifications

B
Rated Power <SW
THesE 4.5~5.5V, HAH 5V
Operating Voltage 4.5~5.5V, typical value of 5V
Y4 EI= N e =]
580mA VCC=5V, sk

THEHER VCC=5V, max backlight
Operating Current 160mA VCC=5V, 53¢

VCC=5V, backlight off
WREL/EBEE: 5V1A NERBERRE
Recommended power supply: 5V 1A DC

2.4 T{E¥ 3% Operating Environment

Iﬂfﬁﬁ o, 0, [s)

Operating Temperature -10°C~60°C (5V @ 60% RH)

TEAEIREE o700

Storage Temperature 20°C~70°C

THEREE 10%~90%RH, JL# i 60%RH
Operating Humidity 10%~90%RH, typical value of 60% RH
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DMG80600F080 01WTR_##i: it
Product Specification

WIN R N N e 0

@ Professional, Creditable, Successful

3 WEMAENR Reliability Test
BIREBE " S A B TR AR S bR S 75 SR SRS E AR EAT RYVRAR T SR AR, B OR  BE .

Before mass production of smart screens, a series of procedural reliability tests need to be conducted according
to actual application requirements and product specification control standards to ensure product quality.
3.1 HHHHE ESD WX ESD Test

RIGH A 25°C

Test temperature: 25°C

IR B FE TG L, B0 e 5 ERAE i 1 AN R 7R XU AT B A 22 =8, an s 1B 4.1 s,
SRS WL e At 75 tHUAENL BAZ R L BRBR . L BR JE5E L A5 R W A8 TAE R W BLR . VERERT & #1495 GB/T 17626.2
B 2l L.

Test process: the product was placed on the test bench to perform contact and air discharge in turn of the serial
screen iron frame and display area as shown in Fig.4.1 below. During the experimental process, it was observed
whether the screen is dead, black, white, splash, or reboot. According to the experiment results, the performance is

in line with the criteria GB/T 17626.2 B level and above.

4.1 F g K A

Electrostatic discharge test

JRER A JREBAE R
Discharge Type Discharge Value Result
Fefubgog 1EH TAE
+4KV
Contact discharge Normal operation
it 1EH TAE
+4KV
Air discharge Normal operation
www.dwin.com.cn %6 0 400 018 9008
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3.2 BIREMEFNR High and Low Temperature Test

RIS : -20~70°C

Test temperature:-20~70°C

IR K= R BRE SRR 1, AR 1R] 12H, #E47 20 IOTFHL. SSHLIERE, BARRE £ %G Ld
BN LTI RE, A RIS . Bk, BLIBEA G AR )R

Test process: the product will be placed obliquely in the high and low temperature test chamber for 12h for 20 on
and off cycles. Then it will be check at room temperature after power on for the appearance and function, CTP offset

situation, jumping point, page random switching and failure.

BE R
Temperature Result
=R High temperature (70°C) 1E# A4E Normal operation
fKiE Low temperature (-20°C) 1E# LAE Normal operation

www.dwin.com.cn BT 400 018 9008
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4 7% Debug
SECE A FH SR B B RO R P I SR B F . RN,

refer to customer service center.

I EER: HDL662S

Debugging adapter board:
HDL662S

2.54mmig IR RS H
MgEO
2.54mm pitch On-chip SPI

USB#0O:
AEPCHFERR

USB interface: for easy PC
simulation and debugging.

www.dwin.com.cn

R ARFRA G

It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details, please

50Pin #%0O:
5|H224MO0. 3 i UART, 18 CAN#0O. 58 AD. 2 i PWM,
4 B& AD {EiiT UART3 SLEH{%iB%5 OS #, SiEEIX 16KSPS RHE=R,
JEid UART3 SCESIRS) 2 B PWM, iR 32uS EFH—IX.

50Pin interface:

2210s, 3 UARTs, 1 CAN, 5 ADs, 2 PWMs.

The 4-way AD value is passed to the OS core in real time via
UART3, with a sampling rate of up to 16KSPS per channel.

Real-time control of 2-way PWM via UART3, with update speed
as fast as 32uS/time.

SD «#&0O

SD card interface

B3 38

Buzzer interface

400 018 9008
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WAL 708 OB F—H 2 LRER e — i B iR —kik.
Operation steps: open serial assistant - custom function command - set command - send.
g~ For example:
(1) Y] Page switching
Tx: 5AA5 07 82 0084 5A01 0008
(2) f#HL¥ & Standby backlight setting

Tx: 5AAS5 07 82 0082 64 32 03E8

2

5AA5 07 82 0082 64 32 03E8

000000000000 RARA

Looy s intervd [1698 8] s

VP Address 0x [0 2] v Lenetibord 0x [1_ [

DGUS #1E K]

DGUS operation

www.dwin.com.cn # 9 W 400 018 9008
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5 T5L1 £3=it5 T5L1 ASIC
T5L1 ASIC s it SCRHS B0 /N RO VS N A B s T B B D AE . A b GUI AN ey B B 0 By XU
ASIC, 2019 FFIEAE™,
T5L1 ASIC is a low-power, cost-effective, GUI and application highly integrated single-chip dual-core ASIC
designed by DWIN Technology for small-size LCD and mass produced in 2019.
(1D RAMHE 2 BEATRER) 8051 #%, 1T (RI54 M) mid TIE, &£ 250MHz.
Mature and stable 8051 core which is the most widely used with the maximum operating frequency of T5L is
up to 250MHz, 1T(single instruction cycle)high speed operation.
(2) ¥t CPU # (GUICPU) 217 DGUS Il #%::
Separate GUI CPU core running DGUS Il System:
o WNEFBEA, 24GB/S %, 24bit R /R HHESCHFH] 19201080 (TA ) , 1366*768 (DGUS #
2 .
High-speed display memory, 2.4GB/S bandwidth. 24-bit color display resolution support up to 1920*1080
(TA mode), 1366*768 (DGUS mode).
® 2D ffiff g, JPEG fift k4 =ik 200fps@1280*800, i Al A5 E Y Ul B HJZHEE . % .
2D hardware acceleration, the decompression speed of JPEG is up to 200fps@1280*800 and the Ul with
animation and icons as its main feature is extremely cool and smooth.
® JPEG L&ttt B o bR,  KIEBESi/Noh B A7 fif &5 2 KB AR ) 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® T R A AT AR T
High quality ratio and sound restoration and playback.
® 128Kbytes R AHikgR S IA], fFfiasf% IR OS CPU M AC s, S fal 5.
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® 2% 10bit 800KHz DC/DC #%iil %5, fajft. LED ¥t B4 IR THIF 47 29 AR 25 ]
2 10-bit 800KHz DC/DC controllers simplify LED backlight, analog power design and save cost and space.
® 1 {% 15bit 32Ksps PWM %7 D)k zh 4775 &8, 11 LI DIBURA I 3RAT =15 e LU AN 35 58
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and achieve
high signal-to-noise ratio and sound quality restoration.
® (FF PCImdBTTRAIE, CHfEamEtK.
Support DGUS development and simulation on PC. Support backend remote upgrade.
(3) #pl CPU # (OS CPU) izfTHl ;" 8051 ARHH kit 2 DWIN OS £#%i, NH 4+ H /7 CPU:
Separate CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in practical

www.dwin.com.cn %10 1T 400 018 9008
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application:

® fnifE 8051 QLM FNTE44E, 64Kbytes G ¥[A], 32Kbytes A RAM.
Standard 8051 core and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
®  64bit B FIZH T (MDU) , U5 64bit MAC F1 64bit FRi%L4s -
64-bit integer mathematical operation unit (MDU), including 64-bit MAC and 64-bit divider.
® NEHM WDT, 34 16bit Timers, 12 i Wi{E5 3 Frf m U % P bk E .
Built-in software WDT, 3 16-bit Timers, 12 interrupt signals support up to four levels of interrupt nesting.
®  UFFIAP TR EANAR, s B e PR
Support IAP online simulation and debugging with unlimited breakpoints.
o 1LliEid DGUS RGAEL LAY .
Upgrade code online through DGUS system.
(4) 1Mbytes v Flash, X LMIMERIAR, HORACHIFIEE 224, Fhgs L FE M v .
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.
(5) -40°C~+85°C LR EVER (A€ il-55°C~106°C LARR il 1C)
Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from -55C to
105C).
(6) DFEMR, HiHHiaeiag, v LEE TAEFEXR PCB wit b, Faifiid EMC/EMI MR
Low power consumption and strong anti-interference ability. It can work stably on double-sided PCB and

passes EMC/EMI test easily.

www.dwin.com.cn %11 400 018 9008
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6 COF & fEE —IXJFR COF Screen Secondary Development

PRUER) 8051 WA%ZEH, JifERM CiES . IL4iE S I K.

Standard 8051 core, easy to develop in C language and assembly language.

(1) 2210 O 2210s:

1O SO I, 2T R b, ey 5 i & BRI B R 10 () S AT ATbr it 8051 —
Bl CilFEITAAUS R

To use output function of 10, you need to open the output control, output strength and peripheral multiplexing

power-on initialization configuration. Subsequent use of 10 is consistent with the standard 8051 as follows.

#include "sys.h"
sbit LED1 = P1/0;
sbit KEY1 = P1/1;
N0 51 HwIHAL Pin initialization
void io_init()
{
PORTDRYV = 0x01;//3X 5} Fi.3it J 8mA Driving current is 8mA
P1MDOUT |= 0x01;//#% P1.0 B & A%, H 3%z LED1 4T Set P1.0 as output to drive LED1 light
P1MDOUT &= OxFD;//# P1.1 W E A, H T 85| B HSFAR Y Set P1.1 as input to read the voltage level change of the pin
}
void main(void)
{
u16 cnt_1ms;
u16 key1_sta;//{7fi KEY1 5| I HE-FIRZ Store the voltage level state of the KEY1 pin
sys_init();// R4HI464t System initialization
io_init();//10 5| #1464 Pin initialization
cnt_1ms = 0;
key1_sta = KEY1;
while(1)
{
cnt_1ms++;
sys_delay_ms(1);//3E T &%, LED1 4% 500ms [N#F—#X. Delay sub-function, LED1 blinks every 500ms.
if(cnt_1ms==500)
{
LED1 = ILEDA1;
cnt_1ms = 0;
}
IIKEY1 5] Bt e~ A T 204k, WU B8 21 71T | If the voltage level of the pin has changed, it will be updated in the interface
if(key1_stal=KEY1)
{
key1_sta = KEY1;
sys_write_vp(0x1000,(u8*)&key1_sta,1);
www.dwin.com.cn 812 400 018 9008
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(2) 3 % UARTS 3 UARTS:
TR E T, B SR 3225600bps, 2 F ARG R -

High-speed serial port, supporting up to 3225600bps,as follows.

#include "sys.h"
#include "uart2.h"
void main(void)
{
u16 len;
sys_init();// R4HI464 System initialization
uart2_init(115200);//#46 445 1 2 Initialize serial port 2
while(1)
{
if(uart2_rx_sta&UART2_PACKET_OK)/#52 3| T & N ##itl Received serial packet
{
len = uart2_rx_sta&UART2_PACKET_LEN;/45 2| & M 6 1K E, A E"\N\n 838 \n' S ] A K Get the length of
the serial packet without "\r\n" or "\n' terminator
uart2_bufllen++] = O;//fER AN 2 4> 2745 Add 2 empty strings at the end
uart2_buf[len++] = 0;
printf("T5L_C51:%s\r\n",uart2_buf);/4425% 2| EE @0 =" T5L_C51: "R JaiRiE% Kk i%# Return the received packet
to the sender with the prefix "T5L_C51:"
sys_write_vp(0x2000,uart2_buf,len/2+1);// [F] i} 4 #4f  B7R B 4 i £ At the same time display the packet to the
interface
uart2_rx_sta = 0;//i% 0 X ALPE 3 1 & 114 Reset means that this serial packet is disposed of

(3> 1% CAN 1 CAN:

Rt CAN 42 PR e a A7 as L BRI TT . 254X 7R 19 -

Only the special function registers of the CAN need to be configured as follows.

void Canlnit()

{
POMDOUT = 0x04; /IP0O.2(CAN_TX)AC & ¥t P0.2(CAN_TX) is configured as output
PO = OxFF; /I = HLF Output high voltage level
ADR_H = OxFF; IRE DGUS ArEf7ffastidit Configuring DGUS variable memory addresses
ADR_M = 0x00;
ADR_L = 0x60;
ADR_INC = 1; [ITE B Hi b3 & Configure address increments

RAMMODE = 0x8F; /1B %5, Write mode

www.dwin.com.cn %13 W 400 018 9008
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while(!APP_ACK):

12545k,  Waiting for confirmation,
APP_ACK Tifist 8051 & FIASRA7 A2 RN, 1=0K, 0=BUSY, 7 Eakufs.

Among answers of Hardware to 8051

occupied variable memory request, 1=OK and 0=BUSY, which need to continue to wait.

DATA3 = 0x1A;
DATA2 = 0x17;
DATA1 = OxOF;
DATAO = 0;
APP_EN = 1;
while(APP_EN);
operation is completed
DATA3 = 0;
DATA2 = 0;
DATA1 = 0;
DATAO = 0;
APP_EN = 1;
while(APP_EN);
operation is completed
DATA3 = OxFF;

/IDGUS e frfifasHiti: OxFF:0060 N&{E Variable memory address OxFF:0060 assignment

IR R R e R, BRIE5E )RS Wait for the data operation to be completed, and reset after the

15U 277748 OxFF:0061 M{E52% Acceptance register 0xFF:0061 assignment reset

IR HRIRE 5B R, 1RME5EURIEZE Wait for the data operation to be completed, and reset after the

B 27 f7 2% OxFF:0062 & 1, AxtEfuitiriil Acceptance Mask Register OxFF:0062 all

set to 1, and no acceptance of reception

DATA2 = OxFF;
DATA1 = OxFF;
DATAO = OxFF;
APP_EN = 1;
while(APP_EN);
operation is completed
RAMMODE = 0;
CAN_CR = 0xA0;

while(CAN_CR&0x20);

ECAN = 1;
EA=1;

AR R SR R, 1RME5EURIEZE Wait for the data operation to be completed, and reset after the

HZ5TRx DGUS AR A7f#2Lf#13)7 15 Terminate access to DGUS variable memory
[IFTFF CAN M, FHHE FF0060-FF0062 Open CAN and configure FFO060-FF0062
IIHATHE B FFO060-FF0062 31/ Execute the configuration of FF0060-FF0062

/I#TFF CAN Hil§i Open the CAN interrupt

IHTFF &+ W Open the total interrupt

(4) 5 A/D: 12bit, XIFFRF) 16bit.

5 A/Ds: 12-bit, supports sampling to 16-bit

HFxt AID $2 RFR D RE Ar A e IO BB AT . 225 A 1l

Only the special function registers of the A/Ds need to be configured as follows.

#include "sys.h"
#include "adc.h"
void main(void)
{

u16 ad;

float vol;

sys_init();// REHI46 System initialization

while(1)
www.dwin.com.cn
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{
ad = adc_read_avg(ADC_CHANNELO0,10);//1. 3 Uii#iE 0 ] ad {f Read the ad value of channel 0
vol = ad*(3300.0f/4095);//2. 1+ 545 2| Hi &, 547 mV Calculate the voltage in mV
sys_write_vp(0x2000,(u8*)&ad,1);//5:#i ad {6 Update the ad value
sys_write_vp(0x2001,(u8*)&vol,2);//5E ¥ ik {E Update the voltage value

}

(5) 2 % PWM: 16bit BiEE M HRAH.
2 PWMs: 16-bit high accuracy, adjustable resolution.

HFExr PWM B8 525 AT RCE RITT . 225 Ao

Only need to configure the frequency and duty cycle of PWM as follows.

void Pwm_0()
{
u8 i=0;
u8 temp[6]={0xAA,0x20,0x42,0x56,0x78,0};//Ac & pwm_0 575tk 100%
Write_Dgus(0x87,0x2042)://fic B 472 100khz
Write_Dgus(0x86,0x5A01);//
for(i=0;i<5;i++) //F 6 Al
temp[5]+=templi];
for(i=0;i<6;i++)//At & /5 7= Lh
OneSendData3(templil);

(6> CAN HE&IHZ%.

CAN circuit design parameters

CAN_SN65HVD251

RI7 100R
X
S0 S R49
- [I" Wy
U4 1K SMBJ15A
L Rs -2 | caNH
. .|”—§ { GNDCANH 55
£ VCC CANL [—
Cl6 (»HV 4 1 R VREF =
470P 104 SN6SHVD25!
— R28
CRX 47K

DI8 4148

www.dwin.com.cn 15 W
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7 AP R~ Packing Capacity & Dimension

/X~ Dimension

SRS . )
Dimension 183.0(W) x141.0 (H) x7.1(T) mm

BEE
Net Weight

A 2R Packing Capacity

AREAS AR B¥ (B BEIE BEE O
Model Size Layer Quantity/Layer | Quantity(Pcs)

i)
Carton:

285¢

410mm(L)x345mm(W)x165mm(H) 1 50 50

www.dwin.com.cn % 16 1T 400 018 9008
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8 %Rl F# Data Download
TR W www.dwin.com.en, R EAHN K DGUS T H M= iiag 4, sk il SCTTF R B 18I B E ML .

R TRESRG. H2 7E, YOl 53R

You can download the corresponding DGUS tools and product specification, or go to DWIN Developer Forum to

view video tutorials and application engineering cases through DWIN official website www.dwin.com.cn. For more

information, please contact us at:

Z AR HiL Customer service Tel: 400 018 9008

% JIk QQ Customer service QQ: 400 018 9008

EHRMEAE Customer service email: dwinhmi@dwin.com.cn

I R #F 8 s DWIN Developer Forum:  http://forum.dwin.com.cn
SR K — B DARXT Il SO SCRE, ISR R IRATHEE B 7 L s R !

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!

9 &iTiEF Record of Revision

www.dwin.com.cn

JRA Rev H#A Date #3R Content 474 A\ Editor
00 2023-03-09 B KA First Edition izl
318 W 400 018 9008
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HEFY

Important Disclaimer

ST A B AR TGS BT, BN 54T FGE N % 7

2 LB AT B ORAE ™ i LS R P M S T AR AR HE S A 2SR, SR EANIR T IRE % 2. [BR L E
ST TH I RLE -

X8 AR i R I SO ST RE SR AT JE R, T SCARIER DU R, X RSB R
PR SHEEE . A HE RSN, STHEAETER. SRS, Al i S m KU N A, =
EAT VRS KU, R IBUR R A SRR ARG i 0t 3t SOASARSEAR G 534

DWIN reserves the right to make any changes to product designs without prior notice.

Customers should ensure strictly adhering to all the relevant standards and requirements during the product
application process, including but not limited to functional safety, information security, and regulatory provisions.

DWIN shall not bear any joint and several liability for any consequences that may arise from customers'
adoption of DWIN products. In particular, for risks that may lead to significant property losses, environmental hazards,
personal injury, or even death, especially in high-risk application areas such as military applications, flammable and
explosive places, and life-saving medical equipment, customers should independently assess the risks and take

corresponding preventive and protective measures. DWIN shall not bear any relevant responsibility.
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